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SECTION 10 2113.16 - PLASTIC-LAMINATE-CLAD TOILET COMPARTMENTS

GENERALPART 1 - 

RELATED DOCUMENTS1.1

Drawings and general provisions of the Contract, including General and SupplementaryA.
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY1.2

Section Includes:A.

Plastic-laminate-clad toilet compartments configured as toilet enclosures urinal1.
screens.

Related Requirements:B.

Section 05 5000 "Metal Fabrications" for supports that attach ceiling-hung1.
compartments to overhead structural system.
Section 06 1053 "Miscellaneous Rough Carpentry" for blocking overhead support2.
of floor-and-ceiling-anchored compartments overhead support of post-to-ceiling
screens.
Section 10 2800 "Toilet, Bath, and Laundry Accessories" for toilet tissue3.
dispensers, grab bars, purse shelves, and similar accessories mounted on toilet
compartments.

ACTION SUBMITTALS1.3

Product Data: For each type of product.A.

Include construction details, material descriptions, dimensions of individual1.
components and profiles, and finishes for toilet compartments.

Shop Drawings: For toilet compartments.B.

Include plans, elevations, sections, details, and attachment details.1.
Show locations of cutouts for compartment-mounted toilet accessories.2.
Show locations of centerlines of toilet fixtures.3.
Show locations of floor drains.4.
Show ceiling grid, ceiling-mounted items, and overhead support or bracing5.
locations.

Samples for Initial Selection: For each type of toilet compartment material indicated.C.

Include Samples of hardware and accessories involving material and color1.
selection.
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Samples for Verification: For the following products, in manufacturer's standard sizesD.
unless otherwise indicated:

Each type of material, color, and finish required for toilet compartments, prepared1.
on 6-inch- square Samples of same thickness and material indicated for Work.
Each type of hardware and accessory.2.

INFORMATIONAL SUBMITTALS1.4

Product Certificates: For each type of toilet compartment.A.

CLOSEOUT SUBMITTALS1.5

Maintenance Data: For toilet compartments to include in maintenance manuals.A.

PROJECT CONDITIONS1.6

Field Measurements: Verify actual locations of toilet fixtures, walls, columns, ceilings,A.
and other construction contiguous with toilet compartments by field measurements
before fabrication.

PRODUCTSPART 2 - 

PERFORMANCE REQUIREMENTS2.1

Surface-Burning Characteristics: Comply with ASTM E 84; testing by a qualified testingA.
agency. Identify products with appropriate markings of applicable testing agency.

Flame-Spread Index: 25 or less.1.
Smoke-Developed Index: 450 or less.2.

Regulatory Requirements: Comply with applicable provisions in ICC A117.1 for toiletB.
compartments designated as accessible.

PLASTIC-LAMINATE-CLAD TOILET COMPARTMENTS2.2

Basis-of-Design Product: Subject to compliance with requirements, provide "DesignerA.
Seri 1040 by Bobrick Insuttiers or product indicated on Drawings,]  or comparable
product by one of the following:

Accurate Partitions Corporation.1.
All American Metal Corp.2.
American Sanitary Partition Corporation.3.
Ampco, Inc.4.
Bradley Corporation; Mills Partitions.5.
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Decolam.6.
Flush Metal Partition Corp.7.
General Partitions Mfg. Corp.8.
Global Steel Products Corp.9.
Knickerbocker Partition Corporation.10.
Marlite.11.
Metpar Corp.12.
Scranton Products.13.
Tex-Lam Manufacturing, Inc.14.
Weis-Robart Partitions, Inc.15.

Toilet-Enclosure Style: Ceiling hung.B.

Urinal-Screen Style: Wall hung.C.

Door, Panel, Screen, and Pilaster Construction: One-piece, plastic-laminate facingD.
sheets pressure laminated to core material without splices or joints in facings or cores;
with laminate applied to edges before faces to seal edges and prevent laminate from
being pried loose. Seal exposed core material at cutouts to protect core from moisture.
Provide with no-sightline system.

Core Material: Particleboard.1.
Doors and Panels: Finished to not less than 1 inch thick.2.
Pilasters: Provide construction to comply with one of the following:3.

Finished to not less than 1-1/4 inches thick.a.

Pilaster Shoes: Formed from stainless-steel sheet, not less than 0.031-inch nominalE.
thickness and 3 inches high, finished to match hardware.

Brackets (Fittings):F.

Stirrup Type: Ear or U-brackets, chrome-plated zamac stainless steel.1.
Full-Height (Continuous) Type: Manufacturer's standard design; .2.

Plastic-Laminate Finish: One color and pattern in each room.G.

Color and Pattern: As indicated on drawings. As indicated by manufacturer's1.
designations .

HARDWARE AND ACCESSORIES2.3

Hardware and Accessories: Manufacturer's standard operating hardware andA.
accessories.

Material: Chrome-plated zamac.1.
Hinges: Manufacturer's standard paired, self-closing type that can be adjusted to2.
hold doors open at any angle up to 90 degrees, allowing emergency access by
lifting door.
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Latch and Keeper: Manufacturer's standard surface-mounted latch unit designed3.
for emergency access and with combination rubber-faced door strike and keeper.
Provide units that comply with regulatory requirements for accessibility at
compartments designated as accessible.
Coat Hook: Manufacturer's standard combination hook and rubber-tipped4.
bumper, sized to prevent in-swinging door from hitting compartment-mounted
accessories.
Door Bumper: Manufacturer's standard rubber-tipped bumper at out-swinging5.
doors.
Door Pull: Manufacturer's standard unit at out-swinging doors that complies with6.
regulatory requirements for accessibility. Provide units on both sides of doors at
compartments designated as accessible.

Anchorages and Fasteners: Manufacturer's standard exposed fasteners of stainlessB.
steel, finished to match the items they are securing, with theft-resistant-type heads.
Provide sex-type bolts for through-bolt applications. For concealed anchors, use
stainless-steel, hot-dip galvanized-steel, or other rust-resistant, protective-coated steel
anchors compatible with related materials.

MATERIALS2.4

Particleboard: ANSI A208.1, Grade M-2 with 45-lb densityA.

Plastic Laminate: NEMA LD 3, general-purpose HGS grade, 0.048-inch nominalB.
thickness.

Stainless-Steel Sheet: ASTM A 666, Type 304, stretcher-leveled standard of flatness.C.

Stainless-Steel Castings: ASTM A 743/A 743M.D.

Zamac: ASTM B 86, commercial zinc-alloy die castings.E.

FABRICATION2.5

Fabrication, General: Fabricate toilet compartment components to sizes indicated.A.
Coordinate requirements and provide cutouts for through-partition toilet accessories
where required for attachment of toilet accessories.

Ceiling-Hung Units: Provide manufacturer's standard corrosion-resistant anchoringB.
assemblies with leveling adjustment nuts at pilasters for connection to structural
support above finished ceiling. Provide assemblies that support pilasters from structure
without transmitting load to finished ceiling. Provide sleeves (caps) at tops of pilasters
to conceal anchorage.

Urinal-Screen Posts: Provide manufacturer's standard corrosion-resistant anchoringC.
assemblies with leveling adjustment nuts at tops and bottoms of posts. Provide shoes
and sleeves (caps) at posts to conceal anchorage.

Door Size and Swings: Unless otherwise indicated, provide 24-inch- wide in-swingingD.
doors for standard toilet compartments and 36-inch- wide out-swinging doors with a
minimum 32-inch- wide clear opening for compartments designated as accessible.
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EXECUTIONPART 3 - 

EXAMINATION3.1

Examine areas and conditions, with Installer present, for compliance with requirementsA.
for fastening, support, alignment, operating clearances, and other conditions affecting
performance of the Work.

Confirm location and adequacy of blocking and supports required for installation.1.

Proceed with installation only after unsatisfactory conditions have been corrected.B.

INSTALLATION3.2

General: Comply with manufacturer's written installation instructions. Install units rigid,A.
straight, level, and plumb. Secure units in position with manufacturer's recommended
anchoring devices.

Maximum Clearances:1.

Pilasters and Panels: 1/2 inch.a.
Panels and Walls: 1 inch.b.

Stirrup Brackets: Secure panels to walls and to pilasters with no fewer than two2.
brackets attached near top and bottom of panel.

Locate wall brackets so holes for wall anchors occur in masonry or tilea.
joints.
Align brackets at pilasters with brackets at walls.b.

Full-Height (Continuous) Brackets: Secure panels to walls and to pilasters with3.
full-height brackets.

Locate bracket fasteners so holes for wall anchors occur in masonry or tilea.
joints.
Align brackets at pilasters with brackets at walls.b.

Ceiling-Hung Units: Secure pilasters to supporting structure and level, plumb, andB.
tighten. Hang doors and adjust so bottoms of doors are level with bottoms of pilasters
when doors are in closed position.

Urinal Screens: Attach with anchoring devices to suit supporting structure. Set unitsC.
level and plumb, rigid, and secured to resist lateral impact.
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ADJUSTING3.3

Hardware Adjustment: Adjust and lubricate hardware according to hardwareA.
manufacturer's written instructions for proper operation. Set hinges on in-swinging
doors to hold doors open approximately 30 degrees from closed position when
unlatched. Set hinges on out-swinging doors to return doors to fully closed position.

END OF SECTION 10 2113.16

PLASTIC-LAMINATE-CLAD TOILET 
COMPARTMENTS

10 2113.16 - 6



Crescent Communities
Crescent Rio
Tempe, Arizona
Project #: DPA 16504

CONSTRUCTION DOCUMENTS
05.05.2017

SECTION 10 2239.13 - FOLDING GLASS-PANEL PARTITIONS

GENERALPART 1 - 

RELATED DOCUMENTS1.1

Drawings and general provisions of the Contract, including General and SupplementaryA.
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY1.2

Section includes manually operated, glass-panel partitions.A.

Related Requirements:B.

Section 05 5000 "Metal Fabrications" for supports that attach supporting tracks to1.
overhead structural system.

DEFINITIONS1.3

STC: Sound Transmission Class.A.

PREINSTALLATION MEETINGS1.4

Preinstallation Conference: Conduct conference at [Project site] <Insert location>.A.

ACTION SUBMITTALS1.5

Product Data: For each type of product.A.

Shop Drawings: For operable glass-panel partitions.B.

Include plans, elevations, sections, details, and attachments to other work.1.
Indicate stacking and operating clearances. Indicate location and installation2.
requirements for hardware and track, blocking, and direction of travel.

Samples for Verification: For each type of exposed material, finish, covering, or facing,C.
prepared on Samples of size indicated below:

Panel Edge Material: Not less than 3 inches long.1.
Glass: Units 12 inches square.2.
Hardware: One of each exposed door-operating device.3.

Delegated-Design Submittal: For operable glass-panel partitions.D.

Include design calculations for seismic restraints.1.
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INFORMATIONAL SUBMITTALS1.6

Coordination Drawings: Reflected ceiling plans, drawn to scale, on which the followingA.
items are shown and coordinated with each other, using input from installers of the
items involved:

Partition track, track supports and bracing, switches, turning space, and storage1.
layout.
Suspended ceiling components.2.
Structural members to which suspension systems are attached.3.
Size and location of initial access modules for acoustical tile.4.
Items penetrating finished ceiling, including the following:5.

Lighting fixtures.a.
HVAC ductwork, outlets, and inlets.b.
Speakers.c.
Sprinklers.d.
Smoke detectors.e.
Access panels.f.

Plenum acoustical barriers.6.

Setting Drawings: For embedded items and cutouts required in other work, includingB.
support-beam, mounting-hole template.

Qualification Data: For qualified Installer and vendor.C.

Seismic Qualification Certificates: For operable glass-panel partitions, tracks,D.
accessories, and components, from manufacturer. Include seismic capacity of partition
assemblies to remain in vertical position during a seismic event and the following:

Basis for Certification: Indicate whether certification is based on analysis, testing,1.
or experience data, according to ASCE/SEI 7.
Detailed description of partition anchorage devices on which the certification is2.
based and their installation requirements.

Product Certificates: For each type of operable glass-panel partition.E.

Product Test Reports: For each operable glass-panel partition, for tests performed by aF.
qualified testing agency.

Sample Warranty: For manufacturer's special warranty.G.

CLOSEOUT SUBMITTALS1.7

Operation and Maintenance Data: For operable glass-panel partitions to include inA.
maintenance manuals.

In addition to items specified in Section 01 7823 "Operation and Maintenance1.
Data," include the following:

FOLDING GLASS-PANEL PARTITIONS 10 2239.13 - 2



Crescent Communities
Crescent Rio
Tempe, Arizona
Project #: DPA 16504

CONSTRUCTION DOCUMENTS
05.05.2017

Panel finish and finishes for exposed trim and accessories. Includea.
precautions for cleaning materials and methods that could be detrimental
to finishes and performance.
Seals, hardware, track, track switches, carriers, and other operatingb.
components.

QUALITY ASSURANCE1.8

Manufacturer Qualifications: A qualified manufacturer that is certified for chain ofA.
custody by an FSC-accredited certification body.

Vendor Qualifications: A vendor that is certified for chain of custody by anB.
FSC-accredited certification body.

Installer Qualifications: An entity that employs installers and supervisors who areC.
trained and approved by manufacturer.

DELIVERY, STORAGE, AND HANDLING1.9

Protectively package and sequence panels in order for installation. Clearly markA.
packages and panels with numbering system used on Shop Drawings. Do not use
permanent markings on panels.

WARRANTY1.10

Special Warranty: Manufacturer agrees to repair or replace components of operableA.
glass-panel partitions that fail in materials or workmanship within specified warranty
period.

Failures include, but are not limited to, the following:1.

Faulty operation of operable glass-panel partitions.a.
Deterioration of metals, metal finishes, and other materials beyond normalb.
use.

Warranty Period: Two years from date of delivery by manufacturer if unit is2.
installed by manufacturer's certified trained installer.

PRODUCTSPART 2 - 

PERFORMANCE REQUIREMENTS2.1

Delegated Design: Engage a qualified professional engineer, as defined in Section 01A.
4000 "Quality Requirements," to design seismic bracing of tracks to structure above.

Seismic Performance: Operable glass-panel partitions shall withstand the effects ofB.
earthquake motions determined according to ASCE/SEI 7.
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The term "withstand" means "the partition panels will remain in place without1.
separation of any parts from the system when subjected to the seismic forces
specified."

Acoustical Performance: Provide operable glass-panel partitions tested by a qualifiedC.
testing agency for the following acoustical properties according to test methods
indicated:

Sound-Transmission Requirements: Operable glass-panel partition assembly1.
tested for laboratory sound-transmission loss performance according to ASTM E
90, determined by ASTM E 413, and rated for not less than the STC indicated.

Fire-Test-Response Characteristics: Provide wood-framed panels complying with oneD.
of the following as determined by testing identical products by UL or another testing
and inspecting agency acceptable to authorities having jurisdiction:

Surface-Burning Characteristics: Comply with ASTM E 84 or UL 723; testing by a1.
qualified testing agency. Identify products with appropriate markings of applicable
testing agency.

Flame-Spread Index: 25 or less.a.
Smoke-Developed Index: 450 or less.b.

OPERABLE GLASS PANELS2.2

Operable Glass Panels: Aluminum-framed glass-panel partition system, includingA.
panels, seals, suspension system, operators, and accessories.

Basis-of-Design Product: Subject to compliance with requirements, provide1.
Model SL70 product as indicated on Drawings by the following manufacturer or
comparable equal Architect-approved product:

NanaWall Systems, Inc.a.

Panel Operation: Manually operated, continuously hinged panels.B.

Outside stacking.1.

Panel Construction: As required to support panel from suspension components andC.
with reinforcement for hardware attachment. Fabricate panels with tight hairline joints
and concealed fasteners. Fabricate panels so finished in-place partition is rigid; level;
plumb; aligned, with tight joints and uniform appearance; and free of bow, warp, twist,
deformation, and surface and finish irregularities.

Factory-Glazed Fabrication: Glaze operable glass panels in the factory where1.
practical and possible for applications indicated. Comply with manufacturer's
written instructions and with requirements in Section 08 8000 "Glazing."

Glass and Glazing: As follows:D.
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Safety Glass Standard for Partition Panels: Provide glass products complying1.
with testing requirements in 16 CFR 1201, Category II, or ANSI Z97.1, Class A.
Glass: Manufacturer's standard safety glass and glass assemblies as indicated2.
and complying with the following:

Tempered Glass: ASTM C 1048, Kind FT (fully tempered), Type Ia.
(transparent flat glass), Class 2 (tinted), Quality-Q3.
Insulating-Glass Units: Factory-assembled units consisting of sealed litesb.
of glass as indicated, separated by a dehydrated interspace, qualified
according to ASTM E 2190, and complying with other requirements
specified.

Glass: Solarban 70.1)
Spacer: Manufacturer's standard spacer construction and material .2)

Glass Thickness: Manufacturer's standard thickness for indicatedc.
requirements.

Glazing System: Manufacturer's standard factory-glazing system.3.

Dimensions: Fabricate operable glass-panel partitions to form an assembled system ofE.
dimensions indicated and verified by field measurements.

Panel Width: Standard widths.1.

STC: Not less than 36.F.

Panel Weight: Manufacturer's standard weight.G.

Panel Frame Thickness: Maximum Manufacturer's standard thickness.H.

Panel Frame Materials:I.

Aluminum: Alloy and temper recommended by aluminum producer and finisher1.
for type of use, corrosion resistance, and finish indicated; ASTM B 221 for
extrusions; manufacturer's standard strengths and thicknesses for type of use.

Frame Reinforcement: Manufacturer's standard steel or aluminum.a.

Panel Closure: Manufacturer's standard unless otherwise indicated.J.

Hardware: Manufacturer's standard as required to operate operable glass-panelK.
partition and accessories; with decorative, protective finish.

Hinges: Manufacturer's standard.1.

Panel Frame Finishes:L.

Exposed Metal: As selected by Architect from manufacturer's full range as1.
follows:

Aluminum: Medium bronze anodized.a.
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SEALS2.3

General: Provide seals that produce operable glass-panel partitions complying withA.
performance requirements and the following:

Manufacturer's standard seals unless otherwise indicated.1.
Seals made from materials and in profiles that minimize sound leakage.2.
Seals fitting tight at contact surfaces and sealing continuously between adjacent3.
panels and between operable glass-panel partition perimeter and adjacent
surfaces, when operable glass-panel partition is extended and closed.

SUSPENSION SYSTEMS2.4

Tracks: Steel or aluminum mounted directly to overhead structural support, designedA.
for operation, size, and weight of operable glass-panel partition indicated. Size track to
support partition operation and storage without damage to suspension system,
operable glass-panel partitions, or adjacent construction. Limit track deflection to no
more than 0.10 inch between bracket supports. Provide a continuous system of track
sections and accessories to accommodate configuration and layout indicated for
partition operation and storage.

Panel Guide: Aluminum guide on both sides of the track to facilitate straightening1.
of the panels; finished with factory-applied, decorative, protective finish.
Head Closure Trim: As required for acoustical performance; with factory-applied,2.
decorative, protective finish.

Carriers: Trolley system as required for configuration type, size, and weight of partitionB.
and for easy operation; with ball-bearing wheels.

Track Intersections, Switches, and Accessories: As required for operation, storage,C.
track configuration, and layout indicated for operable glass-panel partitions, and
compatible with partition assembly specified. Fabricate track intersections and switches
from steel or aluminum.

Multidirectional Switches: Adjustable switch configuring track into L, T, or X1.
intersections and allowing panels to be moved in all pass-through, 90-degree
change, and cross-over travel direction combinations.

Aluminum Finish: Mill finish or manufacturer's standard, factory-applied, decorativeD.
finish unless otherwise indicated.

Steel Finish: Manufacturer's standard, factory-applied, corrosion-resistant, protectiveE.
coating unless otherwise indicated.
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EXECUTIONPART 3 - 

EXAMINATION3.1

Examine flooring, structural support, and opening, with Installer present, for complianceA.
with requirements for installation tolerances and other conditions affecting performance
of operable glass-panel partitions.

Proceed with installation only after unsatisfactory conditions have been corrected.B.

INSTALLATION3.2

General: Comply with ASTM E 557 except as otherwise required by operableA.
glass-panel partition manufacturer's written installation instructions.

Install operable glass-panel partitions and accessories after other finishing operations,B.
including painting, have been completed in area of partition installation.

Install panels from marked packages in numbered sequence indicated on ShopC.
Drawings.

Broken, cracked, chipped, deformed, or unmatched panels are not acceptable.D.

Broken, cracked, deformed, or unmatched gasketing or gasketing with gaps at buttedE.
ends is not acceptable.

Light-Leakage Test: Illuminate one side of partition installation and observe verticalF.
joints and top and bottom seals for voids. Adjust partitions for alignment and full closure
of vertical joints and full closure along top and bottom seals.

ADJUSTING3.3

Adjust operable glass-panel partitions, hardware, and other moving parts to functionA.
smoothly, and lubricate as recommended by manufacturer.

Verify that safety devices are properly functioning.B.

DEMONSTRATION3.4

Engage a factory-authorized service representative to train Owner's maintenanceA.
personnel to adjust, operate, and maintain operable glass-panel partitions.

END OF SECTION 10 2239.13
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SECTION 10 2600 - WALL AND DOOR PROTECTION

GENERALPART 1 - 

RELATED DOCUMENTS1.1

Drawings and general provisions of the Contract, including General and SupplementaryA.
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY1.2

Section Includes:A.

Corner guards.1.

ACTION SUBMITTALS1.3

Product Data:  Include construction details, material descriptions, impact strength,A.
dimensions of individual components and profiles, and finishes for each
impact-resistant wall protection unit.

Shop Drawings:  For each impact-resistant wall protection unit showing locations andB.
extent.  Include sections, details, and attachments to other work.

Samples for Verification:  For each type of exposed finish required, prepared onC.
Samples of size indicated below.

Corner Guards:  12 inches long.  Include examples of joinery, corners, end caps,1.
top caps, and field splices.

INFORMATIONAL SUBMITTALS1.4

Qualification Data:  For qualified Installer.A.

Material Certificates:  For each impact-resistant plastic material, from manufacturer.B.

Material Test Reports:  For each impact-resistant plastic material.C.

CLOSEOUT SUBMITTALS1.5

Maintenance Data:  For each impact-resistant wall protection unit to include inA.
maintenance manuals.
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Include recommended methods and frequency of maintenance for maintaining1.
optimum condition of plastic covers under anticipated traffic and use conditions.
Include precautions against using cleaning materials and methods that may be
detrimental to plastic finishes and performance.

MAINTENANCE MATERIAL SUBMITTALS1.6

Furnish extra materials that match products installed and that are packaged withA.
protective covering for storage and identified with labels describing contents.

Corner-Guard Covers:  Full-size plastic covers of maximum length equal to 21.
percent of each type, color, and texture of units installed, but no fewer than two,
4-foot- long units.

Include mounting and accessory components.  Replacement materials shall be fromB.
same production run as installed units.

QUALITY ASSURANCE1.7

Installer Qualifications:  An employer of workers trained and approved by manufacturer.A.

Source Limitations:  Obtain impact-resistant wall protection units from single sourceB.
from single manufacturer.

Product Options:  Drawings indicate size, profiles, and dimensional requirements ofC.
impact-resistant wall protection units and are based on the specific system indicated.
Refer to Section 01 4000 "Quality Requirements."

Revise subparagraph below to suit Project.D.

Do not modify intended aesthetic effects, as judged solely by Architect, except1.
with Architect's approval.  If modifications are proposed, submit comprehensive
explanatory data to Architect for review.

Surface-Burning Characteristics:  Provide impact-resistant, plastic wall protection unitsE.
with surface-burning characteristics as determined by testing identical products per
ASTM E 84, NFPA 255, or UL 723 by UL or another qualified testing agency.

Preinstallation Conference:  Conduct conference at Project site.F.

DELIVERY, STORAGE, AND HANDLING1.8

Store impact-resistant wall protection units in original undamaged packages andA.
containers inside well-ventilated area protected from weather, moisture, soiling,
extreme temperatures, and humidity.

Maintain room temperature within storage area at not less than 70 deg F during1.
the period plastic materials are stored.
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Store plastic wall protection components for a minimum of 72 hours, or until2.
plastic material attains a minimum room temperature of 70 deg F.

Store corner-guard covers in a vertical position.a.
Store covers in a horizontal position.b.

PROJECT CONDITIONS1.9

Environmental Limitations:  Do not deliver or install impact-resistant wall protectionA.
units until building is enclosed and weatherproof, wet work is complete and dry, and
HVAC system is operating and maintaining temperature at 70 deg F for not less than
72 hours before beginning installation and for the remainder of the construction period.

WARRANTY1.10

Special Warranty:  Manufacturer's standard form in which manufacturer agrees toA.
repair or replace components of impact-resistant wall protection units that fail in
materials or workmanship within specified warranty period.

Failures include, but are not limited to, the following:1.

Structural failures.a.
Deterioration of plastic and other materials beyond normal use.b.

Warranty Period:  Five years from date of Substantial Completion.2.

PRODUCTSPART 2 - 

MATERIALS2.1

PVC Plastic:  ASTM D 1784, Class 1, textured, chemical- and stain-resistant,A.
high-impact-resistant PVC or acrylic-modified vinyl plastic with integral color
throughout; extruded material, thickness as indicated.

Impact Resistance:  Minimum 30.2 ft-lbf/in. of notch when tested according to1.
ASTM D 256, Test Method A.
Chemical and Stain Resistance:  Tested according to ASTM D 543.2.
Self-extinguishing when tested according to ASTM D 635.3.
Flame-Spread Index:  15 or less.4.
Smoke-Developed Index:  35 or less.5.

CORNER GUARDS2.2

Surface-Mounted, Opaque-Plastic Corner Guards "CG":  Fabricated from PVC plastic,A.
acrylic-modified vinyl sheet or opaque polycarbonate sheet; with formed edges;
fabricated with 90- or 135-degree turn to match wall condition.
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Basis-of-Design Product:  Subject to compliance with requirements, provide1.
INPRO, Model 130 or 150 surface mounted corner guards or product indicated in
Finish Legend on Drawings.800.222.5556;  www.inpro.com.
|Wing Size:  Nominal 3 by 3 inches.2.
Mounting:   Snap covers and caps to continuous aluminum container.3.
Color and Texture:  Monterey 0110..4.

FABRICATION2.3

Assemble components in factory to greatest extent possible to minimize field assembly.A.
Disassemble only as necessary for shipping and handling.

Fabricate components with tight seams and joints with exposed edges rolled.  ProvideB.
surfaces free of wrinkles, chips, dents, uneven coloration, and other imperfections.
Fabricate members and fittings to produce flush, smooth, and rigid hairline joints.

EXECUTIONPART 3 - 

EXAMINATION3.1

Examine substrates and wall areas, with Installer present, for compliance withA.
requirements for installation tolerances and other conditions affecting performance of
work.

Examine walls to which impact-resistant wall protection will be attached for blocking,B.
grounds, and other solid backing that have been installed in the locations required for
secure attachment of support fasteners.

For impact-resistant wall protection units attached with adhesive or foam tape,1.
verify compatibility with and suitability of substrates, including compatibility with
existing finishes or primers.

Proceed with installation only after unsatisfactory conditions have been corrected.C.

PREPARATION3.2

Complete finishing operations, including painting, before installing impact-resistant wallA.
protection system components.

Before installation, clean substrate to remove dust, debris, and loose particles.B.

INSTALLATION3.3

General:  Install impact-resistant wall protection units level, plumb, and true to lineA.
without distortions.  Do not use materials with chips, cracks, voids, stains, or other
defects that might be visible in the finished Work.
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Install impact-resistant wall protection units in locations and at mounting heights1.
indicated on Drawings.
Provide splices, mounting hardware, anchors, and other accessories required for2.
a complete installation.

Provide anchoring devices to withstand imposed loads.a.
Attach minimum 0.070 inch pre-slotted continuous aluminum container tob.
wall framing with self-tapping screws.
Snap covers and caps to continuous aluminum container.c.
Where splices occur in horizontal runs of more than 20 feet, spliced.
aluminum retainers and plastic covers at different locations along the run,
but no closer than 12 inches.
Adjust end and top caps as required to ensure tight seams.e.

CLEANING3.4

Immediately after completion of installation, clean plastic covers and accessories usingA.
a standard, ammonia-based, household cleaning agent.

Remove excess adhesive using methods and materials recommended in writing byB.
manufacturer.

END OF SECTION 10 2600
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SECTION 10 2800 - TOILET, BATH, AND LAUNDRY ACCESSORIES

GENERALPART 1 - 

RELATED DOCUMENTS1.1

Drawings and general provisions of the Contract, including General and SupplementaryA.
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY1.2

Section Includes:A.

Public-use washroom accessories.1.
Private-use bathroom accessories.2.
Childcare accessories.3.
Underlavatory guards.4.
Custodial accessories.5.

COORDINATION1.3

Coordinate accessory locations with other work to prevent interference with clearancesA.
required for access by people with disabilities, and for proper installation, adjustment,
operation, cleaning, and servicing of accessories.

Deliver inserts and anchoring devices set into concrete or masonry as required toB.
prevent delaying the Work.

ACTION SUBMITTALS1.4

Product Data: For each type of product.A.

Include construction details, material descriptions, dimensions of individual1.
components and profiles, and finishes.
Include anchoring and mounting requirements, including requirements for cutouts2.
in other work and substrate preparation.
Include electrical characteristics.3.

Samples: Full size, for each exposed product and for each finish specified.B.

Approved full-size Samples will be returned and may be used in the Work.1.

Product Schedule: Indicating types, quantities, sizes, and installation locations by roomC.
of each accessory required.

Identify locations using room designations indicated.1.

TOILET BATH AND LAUNDRY 
ACCESSORIES
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Identify accessories using designations indicated.2.

CLOSEOUT SUBMITTALS1.5

Maintenance Data: For accessories to include in maintenance manuals.A.

PRODUCTSPART 2 - 

PERFORMANCE REQUIREMENTS2.1

Electrical Components, Devices, and Accessories: Listed and labeled as defined inA.
NFPA 70, by a qualified testing agency, and marked for intended location and
application.

PUBLIC-USE WASHROOM ACCESSORIES2.2

Source Limitations: Obtain public-use washroom accessories from single source fromA.
single manufacturer.

Toilet Tissue (Roll) Dispenser(ACC-2):B.

Basis-of-Design Product: Subject to compliance with requirements, provide1.
Bobrick toilet tissue dispenser or comparable product by one of the following:

A&J Washroom Accessories, Inc.a.
American Specialties, Inc.; ASI Group.b.
Bradley Corporation.c.
Brey-Krause Manufacturing Co.d.
GAMCO Specialty Accessories; a division of Bobrick.e.
Tubular Specialties Manufacturing, Inc.f.

Description: Roll-in-reserve dispenser with hinged front secured with tumbler2.
lockset Single-roll dispenser Double-roll dispenser Double-roll dispenser with
shelf Insert description.
Mounting: Recessed Partition mounted, serving two adjacent toilet compartments3.
Surface mounted.
Material and Finish: Stainless steel, No. 4 finish (satin) Chrome-plated zinc alloy4.
(zamac) or steel Satin-finish aluminum bracket with plastic spindle ABS plastic,
gray Insert material and finish.

Combination Toilet Tissue Dispenser (Re: Finish Legend):C.

Basis-of-Design Product: Subject to compliance with requirements, provide1.
product indicated on Drawings or comparable product by one of the following:

A&J Washroom Accessories, Inc.a.
American Specialties, Inc.; ASI Group.b.
Bobrick Washroom Equipment, Inc.c.
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Bradley Corporation.d.
Brey-Krause Manufacturing Co.e.
GAMCO Specialty Accessories; a division of Bobrick.f.
Seachrome Corporation.g.
Tubular Specialties Manufacturing, Inc.h.

Description: Combination unit with double-roll toilet tissue dispenser and the2.
following:

Removable sanitary-napkin waste receptacle with self-closing,a.
disposal-opening cover.
Seat-cover dispenser with minimum capacity of 500 single or half-fold seatb.
covers.

Mounting: Partition mounted, dual access with two tissue rolls per compartment.3.
Toilet Tissue Dispenser Capacity: 4-1/2- or 5-inch- diameter tissue rolls.4.
Toilet Tissue Dispenser Operation: Noncontrol delivery with theft-resistant5.
spindles.
Material and Finish: Stainless steel, No. 4 finish (satin).6.
Lockset: Tumbler type.7. a.

.b.

Combination Towel (Roll) Dispenser/Waste Receptacle (ACC-1):D.

Basis-of-Design Product: Subject to compliance with requirements, provide1.
"Classic Series" Converticle Automatic, Universal Roll Paper Towel Module with
LED Light/Waster Receptacle, Model 3974-150 by Bobrick Washroom
Equipment. [product indicated on Drawings] <Insert manufacturer's name;
product name or designation> or comparable product by one of the following:

Description: Combination unit for dispensing preset length of roll paper towels,2.
with removable waste receptacle.
Mounting: Recessed.3.
Minimum Towel-Dispenser Capacity: 8-inch- wide, 800-foot- long roll.4.
Minimum Waste Receptacle Capacity: 12 gal..5.
Material and Finish: Stainless steel, No. 4 finish (satin).6.
Liner: Reusable, vinyl waste-receptacle liner.7.
Lockset: Tumbler type for towel dispenser compartment and waste receptacle.8.

Automatic Liquid-Soap Dispenser (ACC_6):E.

Description: Automatic dispenser with infrared sensor to detect presence of1.
hands; battery powered; designed for dispensing soap in liquid or lotion form.
Mounting: Deck mounted on vanity Deck mounted on lavatory.2.
Capacity: 13 ounce.3.
Finish: Selected by Architect from manufacturer's standard finishes.4.
Refill Indicator: LED indicator.5.
Low Battery Indicator: LED indicator.6.

Grab Bar (ACC-3) :F.

TOILET BATH AND LAUNDRY 
ACCESSORIES

10 2800 -  3

http://www.specagent.com/LookUp/?uid=123456987957&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456987958&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456987959&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456987960&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456987961&mf=04&src=wd
http://www.specagent.com/LookUp/?ulid=11620&mf=04&src=wd


Crescent Communities
Crescent Rio
Tempe, Arizona
Project #: DPA 16504

CONSTRUCTION DOCUMENTS
05.05.2017

Basis-of-Design Product: Subject to compliance with requirements, provide1.
"Contemporary" Decorative ADA Grab Bar by Delta Faucet Company [product
indicated on Drawings] <Insert manufacturer's name; product name or
designation> or comparable product by one of the following:
Mounting: Flanges with concealed fasteners.2.
Outside Diameter: 1-1/4 inches.3.
Configuration and Length: As indicated on Drawings.4.

Sanitary-Napkin Disposal Unit (ACC-5) :G.

Manufacturers: Subject to compliance with requirements, [provide products by1.
the following] [provide products by one of the following] [available manufacturers
offering products that may be incorporated into the Work include, but are not
limited to, the following]:
Basis-of-Design Product: Subject to compliance with requirements, provide2.
Model 0852 Sanitary Napkin Disposal Unit by American Specialties.[product
indicated on Drawings] <Insert manufacturer's name; product name or
designation> or comparable product by one of the following:

Mounting: Recessed Partition mounted, dual access Surface mounted.3.
Door or Cover: Disposal-opening cover.4.
Receptacle: Removable.5.
Material and Finish: ABS plastic, gray Satin/No Touch .6.

Toilet Paper/Seat-Cover Dispenser (ACC-4):H.

Basis-of-Design Product: Subject to compliance with requirements, provide Toilet1.
Paper/Seat Cover Dispenser, Model 0484 by  American Specialties Inc. [product
indicated on Drawings] <Insert manufacturer's name; product name or
designation> or comparable product by one of the following:

Mounting: Surface mounted Recessed Partition mounted, dual access.2.
Minimum Capacity: 1000 seat covers and 4 toilet rolls.3.
Exposed Material and Finish: Stainless steel, No. 4 finish (satin) ABS plastic,4.
gray Insert material and finish.
Lockset: Tumbler type.5.

Mirror Unit :I.

Basis-of-Design Product: Subject to compliance with requirements, provide1.
product indicated on Drawings or comparable product by one of the following:

Bobrick Washroom Equipment, Inc.a.

Frame: Stainless-steel channel Stainless steel, adjustable tilt.2.

Corners: Manufacturer's standard.a.

Integral Shelf: 5 inches deep.3.
Hangers: Produce rigid, tamper- and theft-resistant installation, using method4.
indicated below.
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One-piece, galvanized-steel, wall-hanger device with spring-action lockinga.
mechanism to hold mirror unit in position with no exposed screws or bolts.
Wall bracket of galvanized steel, equipped with concealed locking devicesb.
requiring a special tool to remove.

Size: As indicated on Drawings.5.

Coat Hook :J.

Basis-of-Design Product: Subject to compliance with requirements, provide or1.
comparable product by one of the following:

Bobrick Washroom Equipment, Inc.a.

Description: Single-prong unit.2.
Material and Finish: .3.

PRIVATE-USE BATHROOM ACCESSORIES2.3

Source Limitations: Obtain private-use bathroom accessories from single source fromA.
single manufacturer.

Toilet Tissue Dispenser :B.

Basis-of-Design Product: Subject to compliance with requirements, provide or1.
comparable product by one of the following:

Franklin Brass by Liberty Hardware Manufacturing Corporation; a Masco a.
company.

Description: Single-roll dispenser Double-roll dispenser Single-roll dispenser with2.
hood Double-roll dispenser with hood Insert description.
Mounting: Recessed Surface mounted.3.
Capacity: Designed for 4-1/2- or 5-inch- diameter tissue rolls.4.
Material and Finish: Polished brass-plated zinc alloy (zamac) Polished5.
chrome-plated zinc alloy (zamac) Stainless steel, No. 7 finish (polished) Insert
material and finish.

Shower Curtain Rod :C.

Basis-of-Design Product: Subject to compliance with requirements, providea.
Franklin Brass by Liberty Hardware Manufacturing Corporation; a Masco 
company. Franklin Brass by Liberty Hardware Manufacturing Corporation; 
a Masco company.

Outside Diameter: 1-1/4 inches.2.
Mounting: Flanges with concealed fasteners.3.
Rod Material and Finish: Polished chrome-plated brass Stainless steel, No. 74.
finish (polished) Insert material and finish.
Flange Material and Finish: Polished chrome-plated brass Stainless steel, No. 45.
finish (satin) Insert material and finish.
Accessories: Integral chrome-plated brass glide hooks.6.
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Robe Hook :D.

Basis-of-Design Product: Subject to compliance with requirements, providea.
Franklin Brass by Liberty Hardware Manufacturing Corporation; a Masco 
company.Franklin Brass by Liberty Hardware Manufacturing Corporation; a 
Masco company.

Description: 2-prong unit.2.
Material and Finish: Polished chrome-plated zinc alloy (zamac) Insert material3.
and finish.

Towel Bar :E.

Manufacturers: Subject to compliance with requirements, provide products by1.
one of the following:

A&J Washroom Accessories, Inc.a.
American Specialties, Inc.; ASI Group.b.
Bobrick Washroom Equipment, Inc.c.
Bradley Corporation.d.
Brey-Krause Manufacturing Co.e.
GAMCO Specialty Accessories; a division of Bobrick.f.
Tubular Specialties Manufacturing, Inc.g.

Mounting: Flanges with concealed fasteners.2.
Length: As shown on drawings.3.

Grab Bar :F.

Grab Bar: Delta Faucet Company - 'Contemporary' Decorative ADA Grab Bar.1.

Mounting: Flanges with concealed fasteners.2.
Outside Diameter: 1-1/4 inches (38 mm).3.

a.

UNDERLAVATORY GUARDS2.4

Underlavatory Guard :A.

Manufacturers: Subject to compliance with requirements, [provide products by1.
the following] [provide products by one of the following] [available manufacturers
offering products that may be incorporated into the Work include, but are not
limited to, the following]:
Basis-of-Design Product: Subject to compliance with requirements, provide2.
[product indicated on Drawings] <Insert manufacturer's name; product name or
designation> or comparable product by one of the following:

Plumberex Specialty Products, Inc.a.
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Description: Insulating pipe covering for supply and drain piping assemblies that3.
prevents direct contact with and burns from piping; allow service access without
removing coverings.
Material and Finish: Antimicrobial, molded plastic, white.4.

CUSTODIAL ACCESSORIES2.5

Source Limitations: Obtain custodial accessories from single source from singleA.
manufacturer.

Utility Shelf :B.

Manufacturers: Subject to compliance with requirements, provide products by1.
one of the following:
Basis-of-Design Product: Subject to compliance with requirements, provide2.
[product indicated on Drawings] <Insert manufacturer's name; product name or
designation> or comparable product by one of the following:

A&J Washroom Accessories, Inc.a.
American Specialties, Inc.; ASI Group.b.
Bobrick Washroom Equipment, Inc.c.
Bradley Corporation.d.
GAMCO Specialty Accessories; a division of Bobrick.e.
Tubular Specialties Manufacturing, Inc.f.

Description: With exposed edges turned down not less than 1/2 inch and3.
supported by two triangular brackets welded to shelf underside.
Size: As shown on drawings./ .4.
Material and Finish: Not less than nominal 0.05-inch- thick stainless steel, No. 45.
finish (satin).

Mop and Broom Holder :C.

Manufacturers: Subject to compliance with requirements, available1.
manufacturers offering products that may be incorporated into the Work include,
but are not limited to, the following:
Basis-of-Design Product: Subject to compliance with requirements, provide2.
[product indicated on Drawings] <Insert manufacturer's name; product name or
designation> or comparable product by one of the following:

Brey-Krause Manufacturing Co.a.
GAMCO Specialty Accessories; a division of Bobrick.b.

Description: Unit with shelf, hooks, holders, and rod suspended beneath shelf.3.
Length: Insert dimension.4.
Hooks: Four.5.
Mop/Broom Holders: Three, spring-loaded, rubber hat, cam type.6.
Material and Finish: Stainless steel, No. 4 finish (satin).7.

Shelf: Not less than nominal 0.05-inch- thick stainless steel.a.
Rod: Approximately 1/4-inch- diameter stainless steel.b.
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MATERIALS2.6

Stainless Steel: ASTM A 666, Type 304, 0.031-inch minimum nominal thickness unlessA.
otherwise indicated.

Brass: ASTM B 19, flat products; ASTM B 16/B 16M, rods, shapes, forgings, and flatB.
products with finished edges; or ASTM B 30, castings.

Steel Sheet: ASTM A 1008/A 1008M, Designation CS (cold rolled, commercial steel),C.
0.036-inch minimum nominal thickness.

Galvanized-Steel Sheet: ASTM A 653/A 653M, with G60 hot-dip zinc coating.D.

Galvanized-Steel Mounting Devices: ASTM A 153/A 153M, hot-dip galvanized afterE.
fabrication.

Fasteners: Screws, bolts, and other devices of same material as accessory unit andF.
tamper-and-theft resistant where exposed, and of galvanized steel where concealed.

Chrome Plating: ASTM B 456, Service Condition Number SC 2 (moderate service).G.

Mirrors: ASTM C 1503, Mirror Glazing Quality, clear-glass mirrors, nominal 6.0 mmH.
thick.

FABRICATION2.7

General: Fabricate units with tight seams and joints, and exposed edges rolled. HangA.
doors and access panels with full-length, continuous hinges. Equip units for concealed
anchorage and with corrosion-resistant backing plates.

Keys: Provide universal keys for internal access to accessories for servicing andB.
resupplying. Provide minimum of six keys to Owner's representative.

EXECUTIONPART 3 - 

INSTALLATION3.1

Install accessories according to manufacturers' written instructions, using fastenersA.
appropriate to substrate indicated and recommended by unit manufacturer. Install units
level, plumb, and firmly anchored in locations and at heights indicated.

Grab Bars: Install to withstand a downward load of at least 250 lbf, when testedB.
according to ASTM F 446.
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ADJUSTING AND CLEANING3.2

Adjust accessories for unencumbered, smooth operation. Replace damaged orA.
defective items.

Remove temporary labels and protective coatings.B.

Clean and polish exposed surfaces according to manufacturer's written instructions.C.

END OF SECTION 10 2800
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SECTION 10 2819 - TUB AND SHOWER DOORS

GENERALPART 1 - 

RELATED DOCUMENTS1.1

Drawings and general provisions of the Contract, including General and SupplementaryA.
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY1.2

Section includes framed frameless shower doors and enclosures.A.

ACTION SUBMITTALS1.3

Product Data: For each type of product.A.

Include construction details, material descriptions, dimensions of individual1.
components and profiles, and finishes for shower doors and enclosures.

Shop Drawings: For tub and shower doors and enclosures. Include plans, elevations,B.
sections, and attachment details.

Samples for Verification: For tub and shower doors and enclosures.C.

Each type of mounting and operating hardware; full size.1.
Glass and glazing; 12 inches square.2.
Trim; 12-inch lengths.3.

Product Schedule: For tub and shower doors and enclosures.D.

CLOSEOUT SUBMITTALS1.4

Maintenance Data: For tub and shower doors and enclosures to include inA.
maintenance manuals.

FIELD CONDITIONS1.5

Verify dimensions by field measurements before fabrication and indicate on ShopA.
Drawings.
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WARRANTY1.6

Special Warranty: Manufacturer agrees to repair or replace components of tub andA.
shower doors and enclosures that fail in materials or workmanship within specified
warranty period without monetary limitation.

Failures include, but are not limited to, the following:1.

Structural failures including excessive deflection.a.
Deterioration of metals, metal finishes, and other materials beyond normalb.
use.

Warranty Period: Two years from date of Substantial Completion.2.

PRODUCTSPART 2 - 

FRAMED ENCLOSURES2.1

Glass panels with full perimeter frames of extruded aluminum with screw-fastenedA.
corners. Minimum 3/8-inchpenetration of glass into frame. Framing members of
thickness required to support imposed loads.

Manufacturers: Subject to compliance with requirements, available1.
manufacturers offering products that may be incorporated into the Work include,
but are not limited to, the following:

Agalite; Hartung Glass Industries.a.
Alumax; Sapa Extrusions, Inc.b.
American Shower Door.c.
Artistcraft Shower Doors.d.
Basco Corporation.e.
Cardinal Shower Enclosures; Hoskin & Muir, Inc.f.
Century Bathworks.g.
Fleurco Shower Doors.h.
Southeastern Aluminum Products, Inc.i.

Frames, Hardware, and Trim: Manufacturer's standard units as indicated and asB.
required for a complete installation.

Materials: Aluminum; ASTM B 221.1.
Finish: Clear anodic.2.

Bypassing Doors: Sliding units suspended from top track by fully adjustableC.
ball-bearing rollers. Self-draining sill tracks with nylon panel guides. Molded jamb
bumpers with concealed fasteners.

Door Pulls: Full-door-width, single-sided towel bars.1.
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Glazing: Safety glazing materials complying with 16 CFR 1201, Category II, withD.
permanently etched identification acceptable to authorities having jurisdiction.

Glass Nominal Thickness: 6 mm.1.
Patterned Glass: ASTM C 1048, Kind FT (fully tempered), Type II, Class 12.
(clear), Form 3; Quality-Q6, Finish F1 (patterned, one side).

Pattern: Manufacturer's standard.a.

Fasteners: Manufacturer's standard stainless-steel or other noncorrosive fasteners.E.

Sealant: Mildew-resistant, single-component, nonsag, neutral-curing silicone jointF.
sealant; ASTM C 920, Type S, Grade NS, Class 25, for Use NT.

Sealant shall have a VOC content of 250 g/L or less.1.

FRAMELESS ENCLOSURES2.2

Frameless glass panels with mounting and operating hardware of types and sizesA.
required to support imposed loads.

Manufacturers: Subject to compliance with requirements, available1.
manufacturers offering products that may be incorporated into the Work include,
but are not limited to, the following:

Agalite; Hartung Glass Industries.a.
Alumax; Sapa Extrusions, Inc.b.
American Shower Door.c.
Artistcraft Shower Doors.d.
Basco Corporation.e.
Cardinal Shower Enclosures; Hoskin & Muir, Inc.f.
Century Bathworks.g.
Fleurco Shower Doors.h.
Kohler Co.i.
Southeastern Aluminum Products, Inc.j.

Hardware and Trim: Manufacturer's standard units as indicated and as required forB.
complete installation.

Materials:1.

Aluminum:a.

Finish: Clear anodic.1)

Swinging Doors: Hinged for 135 degrees swing. Self-centering when doors are withinC.
15 degrees of closed position. Soft bulb seal or wipes; affixed to door to direct water
back into enclosure and provide a tight water seal.

Hinges: Side hinged.1.
Door Pulls: Single-sided towel bar.2.
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Towel Bar Length: 18 inches.a.

Fixed Panels: Side mounts; match hinges in material and finish.D.

Glazing: Safety glazing materials complying with 16 CFR 1201, Category II, withE.
permanently etched identification acceptable to authorities having jurisdiction.

Glass Nominal Thickness: As determined by manufacturer based on panel size.1.
Clear Glass: ASTM C 1048, Type I, Quality-Q3, Class I (clear), Kind FT.2.

Obscured Panels: Acid etched.a.

Protective, Self-Cleaning, Glass Coating: Clear float glass with a coating on first3.
surface having both photocatalytic and hydrophilic properties that act to loosen
dirt and to cause water to sheet evenly over the glass instead of beading.

Fasteners: Manufacturer's standard stainless-steel or other noncorrosive fasteners.F.

Sealant: Mildew-resistant, single-component, nonsag, neutral-curing silicone jointG.
sealant; ASTM C 920, Type S, Grade NS, Class 25, for Use NT.

Sealant shall have a VOC content of 250 g/L or less.1.

Materials:H.

Aluminum: Alloy and temper recommended by manufacturer for type of use and1.
finish indicated.

Extrusions: ASTM B 221.a.

EXECUTIONPART 3 - 

INSTALLATION3.1

Prepare and install as recommended in manufacturer's written instructions unless moreA.
stringent requirements are contained in GANA's "Glazing Manual."

Clean substrates, removing projections, filling voids, and sealing joints.B.

Set units level, plumb, and true to line, without warp or rack of frames and panels, andC.
anchor securely in place.

Fasten components securely in place, with provisions for thermal movement. InstallD.
with concealed fasteners unless otherwise indicated.

Install components to drain and return water to tub or shower.E.

Install doors to produce smooth operation and tight fit at contact points.F.

Repair, refinish, or replace components damaged during installation.G.
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ADJUSTING AND CLEANING3.2

Adjust operating parts and hardware for smooth, quiet operation and watertight closure.A.
Lubricate hardware and moving parts.

Remove nonpermanent labels, and clean surfaces immediately after installation.B.

END OF SECTION 10 2819
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SECTION 10 3100 - CUSTOM GAS BURNING FIREPLACEGENERALPART 1 - 

SECTION INCLUDES1.1

Custom Manufactured Gas Fireplaces.A.

RELATED SECTIONS1.2

Section 06 1000 - Rough Carpentry.A.

Section 09 2900 - Gypsum Board.B.

Section 22 1000 - Plumbing Piping.C.

Section 26 0500 - Common Work Results for ElectricalD.

Division 23 - HVAC for vent and outside air intake.E.

REFERENCES1.3

ANSI Z21.50b - Vented Gas Fireplaces.A.

CSA 2.22b - Vented Gas Fireplaces.B.

SUBMITTALS1.4

Submit under provisions of Section 01 3000 - Administrative Requirements.A.

Product Data: Manufacturer's data sheets on each product to be used, including:B.

Storage and handling requirements and recommendations.1.
Preparation instructions and recommendations.2.
Framing sizes and requirements.3.
Installation methods.4.

DELIVERY, STORAGE, AND HANDLING1.5

Store products in manufacturer's unopened packaging until ready for installation.A.

Store products in covered area, well protected from weather.B.
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PRODUCTSPART 2 - 

MANUFACTURERS2.1

Basis-of-Design Manufacturer: DaVinci Custom Fireplaces - a division of TravisA.
Industries located at: 12521 Harbour Reach Dr.; Mukilteo, WA 98275; Toll Free Tel:
800-654-1177; Tel: 425-609-2500; Fax: 425-609-2781; Email:request info 
(s.rumens@da-vincifireplaces.com); Web:www.da-vincifireplaces.com

Substitutions: In accordance with Division 1 specifications and with prior ArchitectB.
approval of comparable equal products.

CUSTOM GAS BURNING FIREPLACES / CATEGORY 22.2

Description: DaVinci custom, decorative gas burning fireplace.A.

Non-Heater Decorative Fireplace Rated ANSI Z21.50b-2014 / CSA 2.22b-20141.
Cool Touch Glass: Hi-tech air flow system keeps the glass cool to the touch.2.
Zero clearance3.
Multi-color interior LED lighting4.
Outside air direct vent.5.

DaVinci Pier Custom Linear Three Sided Fireplace:B.
Category 2:1.

Nominal Opening Size:a.

90 inches W by 20 inches H by 20 inches D1)

Vent: DuraVent 10 inch B-Vent Chimney, quantity as recommended by the2.
manufacturer.
Linear ribbon burner3.
Gas Input: Up to 14,500 BTUs/foot with natural gas or propane4.
Power Exhaust Fan:5.

RS12 External Power Exhaust Fana.

L.E.D. Wall Switch Wire Harness:  As required for switch location shown on6.
drawings.
Power Exhaust Fan Wire Harness:  As required for fan location shown on7.
drawing.
Fireback:8.

Matte Black Painteda.

Burner Decor:9.

White River Rock.(RR1) listed in Finish Legend on the drawings.a.
Interior Fire Art: None 
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Accessories:10.

On/Off 24 Hour Timer Switcha.
Tile Stop, 1/2 inch.b.
Heat Exchangerc.

EXECUTIONPART 3 - 

EXAMINATION3.1

Do not begin installation until substrates have been properly prepared.A.

Verify framed opening sizes and clearances.B.

If substrate preparation is the responsibility of another installer, notify Architect ofC.
unsatisfactory preparation before proceeding.

Verify proper power supply and fuel source are available.D.

PREPARATION3.2

Clean surfaces thoroughly prior to installation.A.

Prepare surfaces using the methods recommended by the manufacturer for achievingB.
the best result for the substrate under the project conditions.

INSTALLATION3.3

Install in accordance with manufacturer's instructions, ANSI Z21.44 and theA.
requirements of authorities having jurisdiction.

Use manufacturer's guidelines for minimum clearances to combustibles, walls, andB.
finishes.

Anchor all components firmly in position for long life under hard use.C.

Upon completion of installation, visually inspect all exposed surfaces. Touch upD.
scratches and abrasions with touch up paint recommended by the manufacturer; make
imperfections invisible to the unaided eye from a distance of 5 feet.

PROTECTION3.4

Protect installed products until completion of project.A.

Touch-up, repair or replace damaged products before Substantial Completion.B.
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END OF SECTION
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SECTION 10 4413 - FIRE PROTECTION CABINETS

GENERALPART 1 - 

RELATED DOCUMENTS1.1

Drawings and general provisions of the Contract, including General and SupplementaryA.
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY1.2

Section Includes:A.

Fire-protection cabinets for the following:1.

Portable fire extinguishers.a.

Related Requirements:B.

Section 10 4416 "Fire Extinguishers."1.

ACTION SUBMITTALS1.3

Product Data: For each type of product. Show door hardware, cabinet type, trim style,A.
and panel style. Include roughing-in dimensions and details showing recessed-,
semirecessed-, or surface-mounting method and relationships of box and trim to
surrounding construction.

Shop Drawings: For fire-protection cabinets. Include plans, elevations, sections, details,B.
and attachments to other work.

Product Schedule: For fire-protection cabinets. Indicate whether recessed,C.
semirecessed, or surface mounted. Coordinate final fire-protection cabinet schedule
with fire-extinguisher schedule to ensure proper fit and function.

CLOSEOUT SUBMITTALS1.4

Maintenance Data: For fire-protection cabinets to include in maintenance manuals.A.

COORDINATION1.5

Coordinate size of fire-protection cabinets to ensure that type and capacity of fireA.
extinguishers indicated are accommodated.

Coordinate sizes and locations of fire-protection cabinets with wall depths.B.
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SEQUENCING1.6

Apply vinyl lettering on field-painted fire-protection cabinets after painting is complete.A.

PRODUCTSPART 2 - 

PERFORMANCE REQUIREMENTS2.1

Fire-Rated Fire-Protection Cabinets: Listed and labeled to comply with requirements inA.
ASTM E 814 for fire-resistance rating of walls where they are installed.

FIRE-PROTECTION CABINET <Insert drawing designation>2.2

Cabinet Type: Suitable for fire extinguisher.A.

Products: Subject to compliance with requirements,  provide one of the following:1.
Basis-of-Design Product: Subject to compliance with requirements, provide2.
[product indicated on Drawings] <Insert manufacturer's name; product name or
designation> or comparable product by one of the following:

Fire-End & Croker Corporation.a.
Guardian Fire Equipment, Inc.b.
JL Industries, Inc.; a division of the Activar Construction Products Group.c.
Larsens Manufacturing Company.d.
Nystrom, Inc.e.
Potter Roemer LLC.f.

Cabinet Construction: 1-hour fire rated 2-hour fire rated where required..B.

Fire-Rated Cabinets: Construct fire-rated cabinets with double walls fabricated1.
from 0.043-inch- thick cold-rolled steel sheet lined with minimum 5/8-inch- thick
fire-barrier material. Provide factory-drilled mounting holes.

Cabinet Material: Stainless-steel sheet.C.

Shelf: Same metal and finish as cabinet.1.

Semirecessed Cabinet: One-piece combination trim and perimeter door frameD.
overlapping surrounding wall surface with exposed trim face and wall return at outer
edge (backbend).

Square-Edge Trim: 1-1/4- to 1-1/2-inch backbend depth.1.

Cabinet Trim Material: Stainless-steel sheet.E.

Door Material: Stainless-steel sheet.F.

Door Style: Vertical duo panel with frame.G.
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Door Glazing: Clear float glass.H.

Door Hardware: Manufacturer's standard door-operating hardware of proper type forI.
cabinet type, trim style, and door material and style indicated.

Provide manufacturer's standard.1.

Accessories:J.

Mounting Bracket: Manufacturer's standard steel, designed to secure fire1.
extinguisher to fire-protection cabinet, of sizes required for types and capacities
of fire extinguishers indicated, with plated or baked-enamel finish.
Identification: Lettering complying with authorities having jurisdiction for letter2.
style, size, spacing, and location. Locate [as indicated] [as directed by Architect]
<Insert location>.

Identify fire extinguisher in fire-protection cabinet with the words "FIREa.
EXTINGUISHER."

Location: Applied to cabinet door.1)
Application Process:  Pressure-sensitive vinyl letters.2)
Lettering Color: White.3)
Orientation: Vertical.4)

Materials:K.

Stainless Steel: ASTM A 666, Type 304.1.

Finish: No. 4 directional satin finish.a.

Clear Float Glass: ASTM C 1036, Type I, Class 1, Quality q3, 3 mm thick.2.

FABRICATION2.3

Fire-Protection Cabinets: Provide manufacturer's standard box (tub) with trim, frame,A.
door, and hardware to suit cabinet type, trim style, and door style indicated.

Weld joints and grind smooth.1.
Provide factory-drilled mounting holes.2.
Prepare doors and frames to receive locks.3.
Install door locks at factory.4.

Cabinet Doors: Fabricate doors according to manufacturer's standards, from materialsB.
indicated and coordinated with cabinet types and trim styles.

Fabricate door frames with tubular stiles and rails and hollow-metal design,1.
minimum 1/2 inch thick.
Miter and weld perimeter door frames.2.

Cabinet Trim: Fabricate cabinet trim in one piece with corners mitered, welded, andC.
ground smooth.

FIRE PROTECTION CABINETS 10 4413 - 3



Crescent Communities
Crescent Rio
Tempe, Arizona
Project #: DPA 16504

CONSTRUCTION DOCUMENTS
05.05.2017

GENERAL FINISH REQUIREMENTS2.4

Comply with NAAMM's AMP 500, "Metal Finishes Manual for Architectural and MetalA.
Products," for recommendations for applying and designating finishes.

Protect mechanical finishes on exposed surfaces of fire-protection cabinets fromB.
damage by applying a strippable, temporary protective covering before shipping.

Finish fire-protection cabinets after assembly.C.

Appearance of Finished Work: Noticeable variations in same piece are not acceptable.D.
Variations in appearance of adjoining components are acceptable if they are within the
range of approved Samples and are assembled or installed to minimize contrast.

EXECUTIONPART 3 - 

EXAMINATION3.1

Examine walls and partitions for suitable framing depth and blocking whereA.
semirecessed cabinets will be installed.

Proceed with installation only after unsatisfactory conditions have been corrected.B.

PREPARATION3.2

Prepare recesses for semirecessed fire-protection cabinets as required by type andA.
size of cabinet and trim style.

INSTALLATION3.3

General: Install fire-protection cabinets in locations and at mounting heights indicatedA.
or, if not indicated, at heights acceptable to authorities having jurisdiction.

Fire-Protection Cabinets: 54 inches above finished floor to top of cabinet.1.

Fire-Protection Cabinets: Fasten cabinets to structure, square and plumb.B.

Unless otherwise indicated, provide recessed fire-protection cabinets. If wall1.
thickness is inadequate for recessed cabinets, provide semirecessed
fire-protection cabinets.
Provide inside latch and lock for break-glass panels.2.
Fasten mounting brackets to inside surface of fire-protection cabinets, square3.
and plumb.

Identification: Apply silk-screened lettering at locations indicated.C.
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ADJUSTING AND CLEANING3.4

Remove temporary protective coverings and strippable films, if any, as fire-protectionA.
cabinets are installed unless otherwise indicated in manufacturer's written installation
instructions.

Adjust fire-protection cabinet doors to operate easily without binding. Verify that integralB.
locking devices operate properly.

On completion of fire-protection cabinet installation, clean interior and exterior surfacesC.
as recommended by manufacturer.

Touch up marred finishes, or replace fire-protection cabinets that cannot be restored toD.
factory-finished appearance. Use only materials and procedures recommended or
furnished by fire-protection cabinet and mounting bracket manufacturers.

Replace fire-protection cabinets that have been damaged or have deteriorated beyondE.
successful repair by finish touchup or similar minor repair procedures.

END OF SECTION 10 4413
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SECTION 10 4416 - FIRE EXTINGUISHERS

GENERALPART 1 - 

RELATED DOCUMENTS1.1

Drawings and general provisions of the Contract, including General and SupplementaryA.
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY1.2

Section includes portable, hand-carried fire extinguishers.A.

Related Requirements:B.

Section 10 4413 "Fire Protection Cabinets."1.

ACTION SUBMITTALS1.3

Product Data: For each type of product. Include rating and classification, materialA.
descriptions, dimensions of individual components and profiles, and finishes for fire
extinguisher.

Product Schedule: For fire extinguishers. Coordinate final fire-extinguisher scheduleB.
with fire-protection cabinet schedule to ensure proper fit and function.

INFORMATIONAL SUBMITTALS1.4

Warranty: Sample of special warranty.A.

CLOSEOUT SUBMITTALS1.5

Operation and Maintenance Data: For fire extinguishers to include in maintenanceA.
manuals.

COORDINATION1.6

Coordinate type and capacity of fire extinguishers with fire-protection cabinets toA.
ensure fit and function.
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WARRANTY1.7

Special Warranty: Manufacturer's standard form in which manufacturer agrees to repairA.
or replace fire extinguishers that fail in materials or workmanship within specified
warranty period.

Failures include, but are not limited to, the following:1.

Failure of hydrostatic test according to NFPA 10.a.
Faulty operation of valves or release levers.b.

Warranty Period: Six years from date of Substantial Completion.2.

PRODUCTSPART 2 - 

PERFORMANCE REQUIREMENTS2.1

NFPA Compliance: Fabricate and label fire extinguishers to comply with NFPA 10,A.
"Portable Fire Extinguishers."

Fire Extinguishers: Listed and labeled for type, rating, and classification by anB.
independent testing agency acceptable to authorities having jurisdiction.

PORTABLE, HAND-CARRIED FIRE EXTINGUISHERS2.2

Fire Extinguishers: Type, size, and capacity for each fire-protection cabinet indicated.A.

Manufacturers: Subject to compliance with requirements, provide products by1.
one of the following:

Amerex Corporation.a.
Ansul Incorporated.b.
Badger Fire Protection.c.
Buckeye Fire Equipment Company.d.
Fire End & Croker Corporation.e.
JL Industries, Inc.; a division of the Activar Construction Products Group.f.
Kidde Residential and Commercial Division; Subsidiary of Kidde plc.g.
Larsens Manufacturing Company.h.
Moon American.i.
Pem All Fire Extinguisher Corp.j.
Potter Roemer LLC.k.
Pyro-Chem; Tyco Safety Products.l.

Handles and Levers: Manufacturer's standard.2.
Instruction Labels: Include pictorial marking system complying with NFPA 10,3.
Appendix B, and bar coding for documenting fire-extinguisher location,
inspections, maintenance, and recharging.
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Regular Dry-Chemical Type in Aluminum Container <Insert drawing designation>:B.
UL-rated 10-B:C, 5-lb nominal capacity, with sodium bicarbonate-based dry chemical in
enameled-aluminum container.

EXECUTIONPART 3 - 

EXAMINATION3.1

Examine fire extinguishers for proper charging and tagging.A.

Remove and replace damaged, defective, or undercharged fire extinguishers.1.

Proceed with installation only after unsatisfactory conditions have been corrected.B.

INSTALLATION3.2

General: Install fire extinguishers in locations indicated and in compliance withA.
requirements of authorities having jurisdiction.

END OF SECTION 10 4416
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SECTION 10 5143 - WIRE MESH STORAGE LOCKERS

GENERALPART 1 - 

RELATED DOCUMENTS1.1

Drawings and general provisions of the Contract, including General and SupplementaryA.
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY1.2

Section includes wire mesh storage lockers.A.

DEFINITIONS1.3

Intermediate Crimp:  Wires pass over one and under the next adjacent wire in bothA.
directions, with wires crimped before weaving and with extra crimps between the
intersections.

ACTION SUBMITTALS1.4

Product Data:  For each type of product.A.

Shop Drawings:  Include plans, elevations, sections, details, and attachments.B.

Samples:  For units with factory-applied color finishes.C.

Delegated-Design Submittal:  For wire mesh storage lockers indicated to comply withD.
performance requirements and design criteria

Include analysis data signed and sealed by the qualified professional engineer1.
responsible for their preparation.

INFORMATIONAL SUBMITTALS1.5

Qualification Data:  For Installer.A.

Welding certificates.B.

QUALITY ASSURANCE1.6

Installer Qualifications:  Fabricator of products.A.

Welding Qualifications:  Qualify procedures and personnel according to the following:B.
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AWS D1.1/D1.1M, "Structural Welding Code - Steel."1.
AWS D1.3/D1.3M, "Structural Welding Code - Sheet Steel."2.

DELIVERY, STORAGE, AND HANDLING1.7

Deliver wire mesh storage lockers with cardboard protectors on perimeters of panelsA.
and doors and with posts wrapped to provide protection during transit and Project-site
storage.  Use vented plastic.

FIELD CONDITIONS1.8

Field Measurements:  Verify actual dimensions of construction contiguous with wireA.
mesh storage lockers by field measurements before fabrication.

PRODUCTSPART 2 - 

MANUFACTURERS2.1

Manufacturers:  Subject to compliance with requirements, available manufacturersA.
offering products that may be incorporated into the Work include, but are not limited to,
the following:

American Wire Inc.1.
California Wire Products Corporation.2.
Folding Guard Corporation.3.
Jesco Industries, Inc.4.
Kenco Wire & Iron Products Inc.5.
King Wire Partitions, Inc.6.
Newark Wire Works Inc.7.
SpaceGuard Products.8.
Standard Wire & Steel Works.9.
WireCrafters LLC.10.

PERFORMANCE REQUIREMENTS2.2

Delegated Design:  Engage a qualified professional engineer, as defined in Section 01A.
4000 "Quality Requirements," to design wire mesh units.

MATERIALS2.3

Recycled Content of Steel Products:  Postconsumer recycled content plus one-half ofA.
preconsumer recycled content not less than 25 percent.

Steel Wire:  ASTM A 510.B.

Steel Plates, Channels, Angles, and Bars:  ASTM A 36/A 36M.C.
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Panel-to-Panel Fasteners:  Manufacturer's standard steel bolts, nuts, and washers.D.

Post-Installed Anchors:  Capable of sustaining, without failure, a load equal to six timesE.
the load imposed when installed in unit masonry and four times the load imposed when
installed in concrete, as determined by testing according to ASTM E 488/E 488M,
conducted by a qualified independent testing agency.

Material:  Carbon-steel components zinc plated to comply with ASTM B 633 or1.
ASTM F 1941, Class Fe/Zn 5, unless otherwise indicated.

Power-Driven Fasteners:  ICC-ES AC70.F.

Zinc-Rich Primer:  Compatible with topcoat, complying with SSPC-Paint 20 orG.
SSPC-Paint 29.

WIRE MESH STORAGE LOCKERS2.4

Unit Sizes:A.

Width:  Insert dimension.1.
Depth:  Insert dimension.2.
Height:  As indicated on Drawings.3.

Mesh:  0.135-inch- diameter, intermediate-crimp steel wire woven into 1-1/2-inchB.
diamond mesh.

Wall Panels:  1-1/4-by-1-1/4-by-1/8-inch steel angle framing on top, bottom, and backC.
sides, and 3-by-1/8-inch cold-rolled steel flat bar framing on front side, with wire mesh
welded to framing.

Horizontal Panel Stiffeners:  1-1/4-by-1-1/4-by-1/8-inchsteel angles or1.
3/4-by-1/4-inch hot-rolled steel flat bars.

Backs:  0.028-inch- thick, metallic-coated steel sheet.  Required for all units, includingD.
those attached to walls.

Tops:  Fabricated from same mesh and framing as wall panels.E.

Horizontal Dividers/Shelves:  0.043-inch- thick, steel sheet with flanged edges andF.
reinforced across width with 3/4-by-1/4-inch steel stiffeners.

Doors:  Fabricated from same mesh as wall panels, with framing fabricated fromG.
1-1/4-by-1-1/4-by-1/8-inch steel angles on four sides with wire mesh welded to framing.
Include padlock hasp.

Horizontal Stiffeners for Single-Tier Doors:  3/4-by-1/4-inch steel flat bars.1.
Hinges:  Full-surface type, 2-1/2-by-2-1/2-inch steel, 1-1/2 pairs per single-tier2.
door and 1 pair per double-tier door; bolted, riveted, or welded to door and jamb
framing.

Finish for Uncoated Ferrous Steel:  Powder-coated finish unless otherwise indicated.H.
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Color:  As selected by Architect from manufacturer's full range.1.

FABRICATION2.5

General:  Fabricate wire mesh storage lockers from components of sizes not less thanA.
those indicated.  Use larger size components as recommended by wire mesh
manufacturer.  Furnish bolts, hardware, and accessories required for complete
installation with manufacturer's standard finishes.

Fabricate wire mesh storage lockers to be readily disassembled.1.
Welding:  Weld corner joints of framing and finish sand remove spatter.2.

Wire Mesh Storage Lockers:  Fabricate initial storage locker with front and two sides.B.
Fabricate additional storage lockers as add-on units designed to share one side with
initial storage locker.

Fabricate wall panel and door framing with slotted holes for connecting adjacent1.
panels.
Prehang doors in factory.2.

STEEL AND IRON FINISHES2.6

Preparation for Shop Priming:  Prepare surfaces to comply with SSPC-SP 3, "PowerA.
Tool Cleaning."

Shop Priming:  Apply shop primer to uncoated surfaces of wire mesh units unlessB.
otherwise indicated.  Comply with SSPC-PA 1, "Paint Application Specification No. 1:
Shop, Field, and Maintenance Painting of Steel," for shop painting.

Powder-Coat Finish:  Immediately after cleaning and pretreating, apply manufacturer'sC.
standard baked-on powder-coat finish, suitable for use indicated, with a minimum dry
film thickness of 2 mils.

Color and Gloss:  As selected by Architect from manufacturer's full range.1.

EXECUTIONPART 3 - 

EXAMINATION3.1

Examine areas, with Installer present, for compliance with requirements for installationA.
tolerances and other conditions affecting performance of the Work.

Examine floors for suitable conditions where wire mesh storage lockers will beB.
installed.

Examine walls to which wire mesh storage lockers will be attached for properly locatedC.
blocking, grounds, and other solid backing for attachment of support fasteners.
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Proceed with installation only after unsatisfactory conditions have been corrected.D.

WIRE MESH STORAGE LOCKERS ERECTION3.2

Anchor wire mesh storage lockers to floor with 3/8-inch- diameter expansion anchors atA.
12 inches o.c. through bottom panel framing.  Shim panel framing as required to
achieve level and plumb installation.

Floor anchors may be set with power-actuated fasteners instead of postinstalled1.
expansion anchors if indicated on Shop Drawings.

Anchor wire mesh storage lockers to walls at 12 inches o.c. through back corner panelB.
framing and as follows:

For concrete and solid masonry anchorage, use expansion anchors.1.
For hollow masonry anchorage, use toggle bolts.2.
For wood stud partitions, use lag bolts set into wood backing between studs.3.
Coordinate with carpentry work to locate backing members.
For steel-framed gypsum board assemblies, use lag bolts set into wood backing4.
between studs.  Coordinate with stud installation to locate backing members.
For steel-framed gypsum board assemblies, fasten brackets directly to steel5.
framing or concealed reinforcements using self-tapping screws of size and type
required to support structural loads.

Attach adjacent wire mesh storage lockers to each other through side panel framing.C.

Install horizontal dividers/shelving in double-tier storage lockers.D.

Install doors complete with door hardware.E.

ADJUSTING AND CLEANING3.3

Adjust doors to operate smoothly and easily without binding or warping.  AdjustA.
hardware to function smoothly.  Confirm that hasps engage accurately and securely
without forcing or binding.

Remove and replace defective work, including doors and framing that are warped,B.
bowed, or otherwise unacceptable.

Touchup Painting:  Immediately after erection, clean field welds, bolted connections,C.
and abraded areas.  Paint uncoated and abraded areas with the same material as used
for shop painting to comply with SSPC-PA 1 for touching up shop-painted surfaces.

Touchup Painting:  Cleaning and touchup painting of field welds, bolted connections,D.
and abraded areas of shop paint are specified in Section 09 9123 "Interior Painting."

END OF SECTION 10 5143

WIRE MESH STORAGE LOCKERS 10 5143 - 5



Crescent Communities
Crescent Rio
Tempe, Arizona
Project #: DPA 16504

CONSTRUCTION DOCUMENTS
05.05.2017

INTENTIONALLY LEFT BLANK

WIRE MESH STORAGE LOCKERS 10 5143 - 6



Crescent Communities
Crescent Rio
Tempe, Arizona
Project #: DPA 16504

CONSTRUCTION DOCUMENTS
05.05.2017

SECTION 10 5500.13 - USPS-DELIVERY POSTAL SPECIALTIES

GENERALPART 1 - 

RELATED DOCUMENTS1.1

Drawings and general provisions of the Contract, including General and SupplementaryA.
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY1.2

Section Includes:A.

Cluster box units.1.
Parcel lockers.2.
Collection boxes.3.
Accessories.4.

Related Requirements:B.

Section 08 7100 "Door Hardware" for lock cylinders for postal specialties that are1.
keyed to building keying system and for letter slots in doors.

ACTION SUBMITTALS1.3

Product Data: For each type of product.A.

Include construction details, material descriptions, dimensions of individual1.
components and profiles, and finishes for each type of postal specialty.

Shop Drawings: For postal specialties.B.

Include plans, elevations, sections, and attachment details.1.
Include identification sequence for compartments.2.
Include layout of identification text.3.
Include setting drawings, templates, and installation instructions for anchor bolts4.
and other anchorages installed as part of the Work of other Sections.

INFORMATIONAL SUBMITTALS1.4

Product Certificates: For each type of postal specialty required to comply with USPSA.
regulations, signed by product manufacturer. Include written approval by Postmaster
General.
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CLOSEOUT SUBMITTALS1.5

Maintenance Data: For postal specialties and finishes to include in maintenanceA.
manuals.

MAINTENANCE MATERIAL SUBMITTALS1.6

Furnish extra materials that match products installed and that are packaged withA.
protective covering for storage and identified with labels describing contents.

DELIVERY, STORAGE, AND HANDLING1.7

Furnish lock keys according to USPS requirements; with temporary identification forA.
their respective locks, bagged, and securely taped inside the collection compartment
for shipping.

WARRANTY1.8

Special Warranty: Manufacturer agrees to repair or replace components of postalA.
specialties that fail in materials or workmanship within specified warranty period.

Failures include, but are not limited to, the following:1.

Structural failures.a.
Faulty operation of hardware.b.
Deterioration of metals, metal finishes, and other materials beyond normalc.
weathering.

Warranty Period: Five years from date of Substantial Completion.2.

PRODUCTSPART 2 - 

PARCEL LOCKERS2.1

Front-Loading Parcel Lockers, Recessed : Consisting of single or multipleA.
compartments enclosed within a larger enclosure of type indicated below. Provide
access to compartments for distributing incoming parcels from front of unit. Provide
access to each compartment for removing parcels by swinging compartment door.
Comply with USPS-STD-4C.

Basis-of-Design Product: Subject to compliance with requirements, provide1.
product indicated on Drawings  by the following manufacturers or comparable
equal Architect-approved product:

Florence Corporation; a Gibraltar Industries company.a.
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Enclosure Type: Recessed.2.
Compartments: As indicated on Drawings, of the following sizes:3.

Type X, Parcel Only: Single parcel receptacle without a master door.a.

Compartment Doors and Frames: Fabricated from same material and finish as4.
adjacent mail receptacles. Equip each compartment door with lock; identification;
and concealed, full-length, spring-loaded, flush hinge on right side.

Compartment Identification: Black, sequential numbers engraved intoa.
recess in face of compartment door.
Compartment-Door Locks: Dual-lock security system in which master lockb.
provides access to customer lock (USPS-L-1172C) and parcel-locker key
opens compartment and is retained once opened.

Aluminum Finish: Finish surfaces exposed to view as follows:5.

Baked-Enamel or Powder-Coated Finish: Dark bronze.a.

COLLECTION BOXES2.2

Front-Loading Collection Boxes : Consisting of single compartment with fire-resistantA.
cushion bottom, enclosed within wall box, with mail slot to receive mail. Provide door
for collecting mail from front of unit.

Basis-of-Design Product: Subject to compliance with requirements, provide1.
products indicated on Drawings  by the following manufacturer or comparable
equal Architect-approved products:

Florence Corporation; a Gibraltar Industries company.a.

Mounting: Recessed.2.
Height: Sized to match height of number of mail receptacles as indicated on3.
Drawings.
Height: As indicated on Drawings.4.
Compartment Doors and Frames: Fabricated from 1/4-inch- thick aluminum, with5.
opening not less than 12 by 20 inches and not more than 18 by 30 inches. Equip
door with lock and concealed, full-length, flush hinge on one side.

Door Lock: Door prepared to receive lock provided by local postmaster.a.
Identification: Engrave face of compartment door with 1-inch- high lettersb.
as follows: "U.S. MAIL LETTER BOX" on two lines at top or bottom of unit.
Door Style: Set door within face frame.c.

Mail Slot: Fabricated from 1/4-inch- thick aluminum, with 11-inch-wide by6.
1-1/4-inch- high opening, protected by inside hood and hinge flap, and with inside
baffle to prevent removal of mail from box.

Exposed Materials: Fabricated from extruded or sheet aluminum.7.
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Baked-Enamel or Powder-Coated Finish at Unit Casing and Doors:  Darka.
bronze .
Baked-Enamel or Powder-Coated Finish at Hardware: White.b.

Concealed Components and Mounting Frames: Aluminum or steel sheet with8.
manufacturer's standard finish.
Schedule-Card Holder: Recessed or surface-mounted holder for pickup schedule9.
card in center of bottom front portion of unit. Fabricate of same material and
finish as front of unit.

ACCESSORIES2.3

Key Cabinet : Wall-mounted,[ metallic-coated] steel cabinet with pivoting, key-holdingA.
panels and side-hinged door equipped with five-pin tumbler, cylinder-door lock and
concealed, full-length flush hinge. Finish cabinet, panels, and door with baked-enamel
or powder-coated finish. Key-control system consisting of key-holding hooks, labels,
two sets of key tags with self-locking key holders, key-gathering envelopes, and
temporary and permanent markers.

Basis-of-Design Product: Subject to compliance with requirements, provide1.
product indicated on Drawings by the following manufacturer or comparable
equal Architect-approved product:

Florence Corporation; a Gibraltar Industries company.a.

Capacity: Keys for 150 percent of the number of mail-receptacle locks.2.
Cross-Index System: Consisting of index cards for recording key information.3.
Include three receipt forms for each key-holding hook.
Baked-Enamel or Powder-Coated Finish: Color as selected by Architect from4.
manufacturer's full range.

FABRICATION2.4

Form postal specialties to required shapes and sizes, with true lines and angles,A.
square, rigid, and without warp, and with metal faces flat and free of dents or distortion.
Make exposed metal edges and corners free of sharp edges and burrs and safe to
touch. Fabricate doors of postal specialties to preclude binding, warping, or
misalignment.

Preassemble postal specialties in shop to greatest extent possible to minimize fieldB.
assembly.

Mill joints to a tight, hairline fit. Cope or miter corner joints. Form joints exposed toC.
weather to exclude water penetration.

Drill or punch holes required for fasteners and remove burrs. Use security fastenersD.
where fasteners are exposed. If used, seal external rivets before finishing.

Weld in concealed locations to greatest extent possible without distorting or discoloringE.
exposed surfaces. Remove weld spatter and welding oxides from exposed surfaces.
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Fabricate tubular and channel frame assemblies with manufacturer's standard weldedF.
or mechanical joints. Provide subframes and reinforcement as required for a complete
system to support loads.

Where dissimilar metals contact each other, protect against galvanic action by paintingG.
contact surfaces with bituminous coating or by applying other permanent separation as
recommended by manufacturers of dissimilar metals.

GENERAL FINISH REQUIREMENTS2.5

Comply with NAAMM/NOMMA's "Metal Finishes Manual for Architectural and MetalA.
Products (AMP 500-06)" for recommendations for applying and designating finishes.

Protect mechanical finishes on exposed surfaces from damage by applying aB.
strippable, temporary protective covering before shipping.

Appearance of Finished Work: Noticeable variations in same piece are not acceptable.C.
Variations in appearance of adjoining components are acceptable if they are within the
range of approved Samples and are assembled or installed to minimize contrast.

EXECUTIONPART 3 - 

EXAMINATION3.1

Examine substrates, areas, and conditions[, with Installer present,] for complianceA.
with requirements for roughing-in openings, clearances, and other conditions affecting
performance of the Work.

Examine walls and other adjacent construction for suitable conditions beforeB.
installation.

Prepare written report, endorsed by Installer, listing conditions detrimental toC.
performance of the Work.

Proceed with installation only after unsatisfactory conditions have been corrected.D.

INSTALLATION3.2

Install postal specialties level and plumb, according to manufacturer's writtenA.
instructions.

Where dissimilar metals contact each other, protect against galvanic action by1.
painting contact surfaces with bituminous coating or by applying other permanent
separation as recommended by manufacturer.
Where aluminum contacts grout, concrete, masonry, or wood, protect against2.
corrosion by painting contact surfaces with bituminous coating.
Final acceptance of postal specialties served by the USPS depends on3.
compliance with USPS requirements.
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Pedestal-Mounted Postal Specialties: Anchor units with 1/2-inch- diameter,B.
stainless-steel anchor bolts with hooked ends.

Collection Boxes: Install collection boxes as inidicated on Drawings.C.

FIELD QUALITY CONTROL3.3

Arrange for USPS personnel to examine and test postal specialties served by theA.
USPS after they have been installed according to USPS regulations.

ADJUSTING AND CLEANING3.4

Remove temporary protective coverings and strippable films, if any, as postalA.
specialties are installed unless otherwise indicated in manufacturer's written installation
instructions.

Adjust doors, hardware, and moving parts to function smoothly, and lubricate asB.
recommended by manufacturer. Verify that integral locking devices operate properly.

Touch up marred finishes or replace postal specialties that cannot be restored toC.
factory-finished appearance. Use only materials and procedures recommended or
furnished by postal-specialty manufacturer.

Replace postal specialties that have been damaged or have deteriorated beyondD.
successful repair by finish touchup or similar minor repair procedures.

On completion of postal-specialty installation, clean interior and exterior surfaces asE.
recommended by manufacturer.

END OF SECTION 10 5500.13
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