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SECTION 10 28 00 - TOILET, BATH, AND LAUNDRY ACCESSORIES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Public-use washroom accessories. 
2. Private-use bathroom accessories. 
3. Childcare accessories. 
4. Underlavatory guards. 

1.3 COORDINATION 

A. Coordinate accessory locations with other work to prevent interference with clearances required 
for access by people with disabilities, and for proper installation, adjustment, operation, 
cleaning, and servicing of accessories. 

B. Deliver inserts and anchoring devices set into concrete or masonry as required to prevent 
delaying the Work. 

1.4 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Include construction details, material descriptions, dimensions of individual components 
and profiles, and finishes. 

2. Include anchoring and mounting requirements, including requirements for cutouts in other 
work and substrate preparation. 

3. Include electrical characteristics. 

B. Product Schedule: Indicating types, quantities, sizes, and installation locations by room of each 
accessory required. 

1. Identify locations using room designations indicated. 
2. Identify accessories using designations indicated. 

1.5 INFORMATIONAL SUBMITTALS 

A. Sample Warranty: For manufacturer's special warranty. 
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1.6 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For accessories to include in maintenance manuals. 

1.7 WARRANTY 

A. Manufacturer's Special Warranty for Mirrors: Manufacturer agrees to repair or replace mirrors 
that fail in materials or workmanship within specified warranty period. 

1. Failures include, but are not limited to, visible silver spoilage defects. 
2. Warranty Period:  15 years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers: Subject to compliance with requirements, provide products by one of the 
following: 

1. Bobrick Washroom Equipment, Inc. 
2. Bradley Corporation. 
3. Approved equal. 

2.2 PERFORMANCE REQUIREMENTS 

A. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, 
by a qualified testing agency, and marked for intended location and application. 

2.3 PUBLIC-USE WASHROOM ACCESSORIES 

A. Source Limitations: Obtain public-use washroom accessories from single source from single 
manufacturer. 

B. Provide public-use washroom accessories as indicated on Drawings. 

2.4 PRIVATE-USE BATHROOM ACCESSORIES 

A. Source Limitations: Obtain private-use bathroom accessories from single source from single 
manufacturer. 

B. Provide private-use washroom accessories as indicated on Drawings. 

2.5 CHILDCARE ACCESSORIES 

A. Source Limitations: Obtain childcare accessories from single source from single manufacturer. 

B. Diaper-Changing Station: As indicated on Drawings. 
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2.6 UNDERLAVATORY GUARDS 

A. Underlavatory Guard: 

1. Description: Insulating pipe covering for supply and drain piping assemblies that prevents 
direct contact with and burns from piping; allow service access without removing 
coverings. 

B. Underlavatory Guard: As indicated on Drawings. 

2.7 MATERIALS 

A. Stainless Steel: ASTM A 666, Type 304, 0.031-inch minimum nominal thickness unless 
otherwise indicated. 

B. Steel Sheet: ASTM A 1008/A 1008M, Designation CS (cold rolled, commercial steel), 0.036-
inch minimum nominal thickness. 

C. Galvanized-Steel Sheet: ASTM A 653/A 653M, with G60 hot-dip zinc coating. 

D. Galvanized-Steel Mounting Devices: ASTM A 153/A 153M, hot-dip galvanized after fabrication. 

E. Fasteners: Screws, bolts, and other devices of same material as accessory unit and tamper-
and-theft resistant where exposed, and of galvanized steel where concealed. 

F. Chrome Plating: ASTM B 456, Service Condition Number SC 2 (moderate service). 

2.8 FABRICATION 

A. General: Fabricate units with tight seams and joints, and exposed edges rolled. Hang doors and 
access panels with full-length, continuous hinges. Equip units for concealed anchorage and with 
corrosion-resistant backing plates. 

B. Keys: Provide universal keys for internal access to accessories for servicing and resupplying. 
Provide minimum of six keys to Owner's representative. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install accessories according to manufacturers' written instructions, using fasteners appropriate 
to substrate indicated and recommended by unit manufacturer. Install units level, plumb, and 
firmly anchored in locations and at heights indicated. 

B. Grab Bars: Install to withstand a downward load of at least 250 lbf, when tested according to 
ASTM F 446. 

3.2 ADJUSTING AND CLEANING 

A. Adjust accessories for unencumbered, smooth operation. Replace damaged or defective items. 

B. Remove temporary labels and protective coatings. 
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C. Clean and polish exposed surfaces according to manufacturer's written instructions. 

END OF SECTION 
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SECTION 10 28 19 - TUB AND SHOWER DOORS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes [semi-frameless] [frameless] shower doors and enclosures. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Include construction details, material descriptions, dimensions of individual components 
and profiles, and finishes for shower doors and enclosures. 

B. Sustainable Design Submittals: 

1. Product Data: For sealants, indicating VOC content. 
2. Laboratory Test Reports: For sealants, indicating compliance with requirements for low-

emitting materials. 

C. Shop Drawings: For tub and shower doors and enclosures. Include plans, elevations, sections, 
and attachment details. 

D. Samples for Verification: For tub and shower doors and enclosures. 

1. Each type of mounting and operating hardware; full size. 
2. Glass and glazing; 12 inches square. 
3. Trim; 12-inch lengths. 

E. Product Schedule: For tub and shower doors and enclosures. Use same designations indicated 
on Drawings. 

1.4 INFORMATIONAL SUBMITTALS 

A. Sample Warranty: For manufacturer's special warranty. 

1.5 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For tub and shower doors and enclosures to include in maintenance 
manuals. 

http://www.arcomnet.com/sustainable_design.aspx?topic=12


  <Date> 
  Crescent Communities Multi-Family Specifications 

TUB AND SHOWER DOORS 10 28 19 - 2 

1.6 FIELD CONDITIONS 

A. Verify dimensions by field measurements before fabrication and indicate on Shop Drawings. 

1.7 WARRANTY 

A. Special Warranty: Manufacturer agrees to repair or replace components of tub and shower 
doors and enclosures that fail in materials or workmanship within specified warranty period 
without monetary limitation. 

1. Failures include, but are not limited to, the following: 

a. Structural failures including excessive deflection. 
b. Deterioration of metals, metal finishes, and other materials beyond normal use. 

2. Warranty Period:  Three years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers: Subject to compliance with requirements, provide products by one of the 
following: 

1. Coral Industries, Inc. 
2. Southeastern Aluminum Products, Inc. 
3. Basco Corporation. 
4. Approved equal. 

2.2 FRAMED ENCLOSURES 

A. Glass panels with full perimeter frames of extruded aluminum with screw-fastened corners. 
Minimum 3/8-inch penetration of glass into frame. Framing members of thickness required to 
support imposed loads. 

1. Framed Enclosure Manufacturer/Product:  As indicated on Drawings. 

B. Frames, Hardware, and Trim: Manufacturer's standard units as indicated and as required for a 
complete installation. 

1. Materials: Aluminum; ASTM B 221 (ASTM B 221M). 
2. Finish:  Clear anodic unless indicated otherwise. 

C. Swinging Doors: Full-height piano hinge. Manufacturer's standard pulls and latch. 

D. Glazing: Safety glazing materials complying with 16 CFR 1201, Category II, with permanently 
etched identification acceptable to authorities having jurisdiction. 

1. Glass Nominal Thickness:  As determined by manufacturer based on panel size. 
2. Patterned Glass: ASTM C 1048, Kind FT (fully tempered), Type II, Class 1 (clear), 

Form 3; Quality-Q6, Finish F1 (patterned, one side). 
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E. Fasteners: Manufacturer's standard stainless-steel or other noncorrosive fasteners. 

F. Sealant: Mildew-resistant, single-component, nonsag, neutral-curing silicone joint sealant; 
ASTM C 920, Type S, Grade NS, Class 25, for Use NT. 

1. Sealant shall have a VOC content of 250 g/L or less. 
2. Sealant shall comply with the testing and product requirements of the California 

Department of Public Health's "Standard Method for the Testing and Evaluation of 
Volatile Organic Chemical Emissions from Indoor Sources Using Environmental 
Chambers." 

2.3 FRAMELESS ENCLOSURES 

A. Frameless glass panels with mounting and operating hardware of types and sizes required to 
support imposed loads. 

1. Frameless Enclosure Manufacturer/Product:  As indicated on Drawings. 

B. Hardware and Trim: Manufacturer's standard units as indicated and as required for complete 
installation. 

1. Materials: 

a. Aluminum: 

1) Finish:  Clear anodic unless indicated otherwise. 
2) Color:  Silver unless indicated otherwise. 

b. Stainless Steel: 

1) Finish:  No. 4 directional satin finish. 

C. Swinging Doors: Hinged for 135 degrees swing. Self-centering when doors are within 15 
degrees of closed position. Soft bulb seal or wipes; affixed to door to direct water back into 
enclosure and provide a tight water seal. 

1. Hinges: [Side hinged] [Top-and-bottom pivots]. 
2. Door Pulls: [Single-sided towel bar] [Back-to-back towel bars]. 

a. Towel Bar Length: [18 inches (457 mm)] [24 inches (610 mm)] [30 inches (762 
mm)] <Insert dimension>. 

D. Fixed Panels: [Side] [Top-and-bottom] mounts; match hinges in material and finish. 

E. Glazing: Safety glazing materials complying with 16 CFR 1201, Category II, with permanently 
etched identification acceptable to authorities having jurisdiction. 

1. Glass Nominal Thickness:  As determined by manufacturer based on panel size. 
2. Clear Glass: ASTM C 1048, Type I, Quality-Q3, Class I (clear), Kind FT. 

F. Fasteners: Manufacturer's standard stainless-steel or other noncorrosive fasteners. 

G. Sealant: Mildew-resistant, single-component, nonsag, neutral-curing silicone joint sealant; 
ASTM C 920, Type S, Grade NS, Class 25, for Use NT. 
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1. Sealant shall have a VOC content of 250 g/L or less. 
2. Sealant shall comply with the testing and product requirements of the California 

Department of Public Health's "Standard Method for the Testing and Evaluation of 
Volatile Organic Chemical Emissions from Indoor Sources Using Environmental 
Chambers." 

H. Materials: 

1. Aluminum: Alloy and temper recommended by manufacturer for type of use and finish 
indicated. 

a. Sheet and Plate: ASTM B 209 (ASTM B 209M). 
b. Extrusions: ASTM B 221 (ASTM B 221M). 

2. Stainless-Steel Sheet: ASTM A 666, Type 302 or 304. 
3. Stainless-Steel Bars and Shapes: ASTM A 276, Type 302 or 304. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Prepare and install as recommended in manufacturer's written instructions unless more 
stringent requirements are contained in GANA's "Glazing Manual." 

B. Clean substrates, removing projections, filling voids, and sealing joints. 

C. Set units level, plumb, and true to line, without warp or rack of frames and panels, and anchor 
securely in place. 

D. Fasten components securely in place, with provisions for thermal movement. Install with 
concealed fasteners unless otherwise indicated. 

E. Install components to drain and return water to tub or shower. 

F. Install doors to produce smooth operation and tight fit at contact points. 

G. Repair, refinish, or replace components damaged during installation. 

3.2 ADJUSTING AND CLEANING 

A. Adjust operating parts and hardware for smooth, quiet operation and watertight closure. 
Lubricate hardware and moving parts. 

B. Remove nonpermanent labels, and clean surfaces immediately after installation. 

END OF SECTION 10 28 19 
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SECTION 10 44 00 - FIRE PROTECTION SPECIALTIES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Fire-protection cabinets for the following: 

a. Portable fire extinguishers. 

2. Section includes portable, fire extinguishers and mounting brackets for fire extinguishers 

1.3 PREINSTALLATION CONFERENCE 

A. Preinstallation Conference: Conduct conference at Project site. 

1. Review methods and procedures related to fire-protection cabinets and fire extinguishers  
including, but not limited to, the following: 

a. Schedules and coordination requirements. 

1.4 ACTION SUBMITTALS 

A. Product Data: For each type of product. Show door hardware, cabinet type, trim style, and panel 
style. Include roughing-in dimensions and details showing recessed-, semirecessed-, or 
surface-mounting method and relationships of box and trim to surrounding construction. 

B. Shop Drawings: For fire-protection cabinets. Include plans, elevations, sections, details, and 
attachments to other work. 

C. Samples for Verification: For each type of exposed finish required, prepared on Samples 6 by 6 
inchessquare. 

D. Product Schedule: For fire-protection cabinets and fire extinguishers. Indicate whether 
recessed, semirecessed, or surface mounted. Coordinate final fire-protection cabinet schedule 
with fire-extinguisher schedule to ensure proper fit and function. Use same designations 
indicated on Drawings. 

1.5 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For fire-protection cabinets to include in maintenance manuals. 



  <Date> 
  Crescent Communities Multi-Family Specifications 

FIRE PROTECTION SPECIALTIES 10 44 00 - 2 

1.6 COORDINATION 

A. Coordinate size of fire-protection cabinets to ensure that type and capacity of fire extinguishers 
indicated are accommodated. 

B. Coordinate sizes and locations of fire-protection cabinets with wall depths. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Fire-Rated Fire-Protection Cabinets: Listed and labeled to comply with requirements in 
ASTM E 814 for fire-resistance rating of walls where they are installed. 

B. NFPA Compliance: Fabricate and label fire extinguishers to comply with NFPA 10, "Portable 
Fire Extinguishers." 

C. Fire Extinguishers: Listed and labeled for type, rating, and classification by an independent 
testing agency acceptable to authorities having jurisdiction. 

1. Provide fire extinguishers approved, listed, and labeled by FM Global. 

2.2 FIRE-PROTECTION CABINET  

A. Cabinet Type: Suitable for fire extinguisher. 

B. Manufacturers 

1. J.L. Industries, Inc.; a division of the Activar Construction Products Group. 
2. Larsens Manufacturing Company. 
3. Nystrom, Inc. 
4. Potter Roemer LLC. 

C. Cabinet Construction: [Nonrated] [1-hour fire rated] [2-hour fire rated] [Match rating of 
adjacent wall construction]. 

1. Fire-Rated Cabinets: Construct fire-rated cabinets with double walls fabricated from 
0.043-inch-thick cold-rolled steel sheet lined with minimum 5/8-inch-thick fire-barrier 
material. Provide factory-drilled mounting holes. 

D. Cabinet Material:  Cold-rolled steel sheet. 

1. Shelf: Same metal and finish as cabinet. 

E. Semirecessed Cabinet: One-piece combination trim and perimeter door frame overlapping 
surrounding wall surface with exposed trim face and wall return at outer edge (backbend). 

1. Rolled-Edge Trim:  4-inch backbend depth. 

F. Surface-Mounted Cabinet: Cabinet box fully exposed and mounted directly on wall with no trim. 

G. Cabinet Trim Material:  Aluminum. 
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H. Door Material:  Aluminum. 

I. Door Style:  Fully glazed panel with frame. 

J. Door Glazing:  Tempered float glass (clear). 

K. Door Hardware: Manufacturer's standard door-operating hardware of proper type for cabinet 
type, trim style, and door material and style indicated. 

1. Provide ADA compliant hardware with manufacturer’s standard pull. 
2. Provide continuous piano hinge and roller catch. 

L. Accessories: 

1. Mounting Bracket: Manufacturer's standard steel, designed to secure fire extinguisher to 
fire-protection cabinet, of sizes required for types and capacities of fire extinguishers 
indicated, with plated or baked-enamel finish. 

2. Identification: Lettering complying with authorities having jurisdiction for letter style, size, 
spacing, and location. Locate as indicated. 

a. Identify fire extinguisher in fire-protection cabinet with the words "FIRE 
EXTINGUISHER." 

1) Location: Applied to cabinet door. 
2) Lettering Color: As selected by Architect. 
3) Orientation:  Vertical. 

M. Materials: 

1. Cold-Rolled Steel: ASTM A 1008/A 1008M, Commercial Steel (CS), Type B. 

a. Finish:  Baked enamel or powder coat. 
b. Color: White. 

2. Aluminum: ASTM B 221, with strength and durability characteristics of not less than 
Alloy 6063-T5 for aluminum sheet. ASTM B 221 for extruded shapes. 

a. Finish:  Clear anodic. 

3. Tempered Glass: ASTM C 1048, Kind FT, Condition A, Type I, Quality q3, 1.5 mm thick. 

2.3 PORTABLE, HAND-CARRIED FIRE EXTINGUISHERS 

A. Manufacturers 

1. J.L. Industries, Inc.; a division of the Activar Construction Products Group. 
2. Larsens Manufacturing Company. 
3. Nystrom, Inc. 
4. Potter Roemer LLC. 

B. Fire Extinguishers: Type, size, and capacity for each fire-protection cabinet and mounting 
bracket indicated. 

1. Valves:  Manufacturer's standard. 
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2. Handles and Levers:  Manufacturer's standard. 
3. Instruction Labels: Include pictorial marking system complying with NFPA 10, 

Appendix B, and bar coding for documenting fire-extinguisher location, inspections, 
maintenance, and recharging. 

C. Multipurpose Dry-Chemical Type in Steel Container: UL-rated 2-A:10-B:C, 5-lb (2.3-kg) and 4-
A:60-B:C, 10-lb (4.5-kg) nominal capacity, with monoammonium phosphate-based dry chemical 
in enameled-steel container. 

2.4 MOUNTING BRACKETS 

A. Mounting Brackets: Manufacturer's standard steel, designed to secure fire extinguisher to wall 
or structure, of sizes required for types and capacities of fire extinguishers indicated, with plated 
or red baked-enamel finish. 

B. Identification: Lettering complying with authorities having jurisdiction for letter style, size, 
spacing, and location. Locate as indicated by Architect. 

1. Identify bracket-mounted fire extinguishers with the words "FIRE EXTINGUISHER" in red 
letter decals applied to mounting surface. 

a. Orientation:  Vertical 

2.5 FABRICATION 

A. Fire-Protection Cabinets: Provide manufacturer's standard box (tub) with trim, frame, door, and 
hardware to suit cabinet type, trim style, and door style indicated. 

1. Weld joints and grind smooth. 
2. Provide factory-drilled mounting holes. 
3. Prepare doors and frames to receive locks. 
4. Install door locks at factory. 

B. Cabinet Doors: Fabricate doors according to manufacturer's standards, from materials indicated 
and coordinated with cabinet types and trim styles. 

1. Fabricate door frames with tubular stiles and rails and hollow-metal design, minimum 1/2 
inch thick. 

2. Fabricate door frames of one-piece construction with edges flanged. 
3. Miter and weld perimeter door frames. 

C. Cabinet Trim: Fabricate cabinet trim in one piece with corners mitered, welded, and ground 
smooth. 

2.6 GENERAL FINISH REQUIREMENTS 

A. Comply with NAAMM's AMP 500, "Metal Finishes Manual for Architectural and Metal Products," 
for recommendations for applying and designating finishes. 

B. Protect mechanical finishes on exposed surfaces of fire-protection cabinets from damage by 
applying a strippable, temporary protective covering before shipping. 
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C. Finish fire-protection cabinets after assembly. 

D. Appearance of Finished Work: Noticeable variations in same piece are not acceptable. 
Variations in appearance of adjoining components are acceptable if they are within the range of 
approved Samples and are assembled or installed to minimize contrast. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine roughing-in for cabinets to verify actual locations of piping connections before cabinet 
installation. 

B. Examine walls and partitions for suitable framing depth and blocking where [recessed] [and] 
[semirecessed] cabinets will be installed. 

C. Examine fire extinguishers for proper charging and tagging. 

1. Remove and replace damaged, defective, or undercharged fire extinguishers. 

D. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Prepare recesses for [recessed] [and] [semirecessed] fire-protection cabinets as required by 
type and size of cabinet and trim style. 

3.3 INSTALLATION 

A. General: Install fire-protection cabinets in locations and at mounting heights indicated or, if not 
indicated, at heights indicated below:  

1. Fire-Protection Cabinets:  54 inches above finished floor to top of cabinet. 

B. Fire-Protection Cabinets: Fasten cabinets to structure, square and plumb. 

C. Install fire extinguishers and mounting brackets in locations indicated and in compliance with 
requirements of authorities having jurisdiction. 

1. Install fire extinguishers in locations indicated but install a minimum of one in each unit.  
2. Mounting Brackets not located in fire-protection cabinets:  54 inches above finished floor 

to top of fire extinguisher. 
3. Mounting Brackets: Fasten mounting brackets to surfaces, square and plumb, at 

locations indicated. 

3.4 ADJUSTING AND CLEANING 

A. Remove temporary protective coverings and strippable films, if any, as fire-protection cabinets 
are installed unless otherwise indicated in manufacturer's written installation instructions. 
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B. Adjust fire-protection cabinet doors to operate easily without binding. Verify that integral locking 
devices operate properly. 

C. On completion of fire-protection cabinet installation, clean interior and exterior surfaces as 
recommended by manufacturer. 

D. Touch up marred finishes, or replace fire-protection cabinets that cannot be restored to factory-
finished appearance. Use only materials and procedures recommended or furnished by fire-
protection cabinet and mounting bracket manufacturers. 

E. Replace fire-protection cabinets that have been damaged or have deteriorated beyond 
successful repair by finish touchup or similar minor repair procedures. 

END OF SECTION 10 44 00 
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SECTION 10 55 00 - USPS-DELIVERY POSTAL SPECIALTIES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Mail receptacles. 
2. Parcel lockers. 
3. Collection boxes. 
4. Accessories. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Include construction details, material descriptions, dimensions of individual components 
and profiles, and finishes for each type of postal specialty. 

B. Shop Drawings: For postal specialties. 

1. Include plans, elevations, sections, and attachment details. 
2. Include identification sequence for compartments. 
3. Include layout of identification text. 
4. Include setting drawings, templates, and installation instructions for anchor bolts and 

other anchorages installed as part of the Work of other Sections. 

C. Samples for Verification: For each type of exposed finish, prepared on 6-by-6-inch square 
Samples. 

1.4 INFORMATIONAL SUBMITTALS 

A. Product Certificates: For each type of postal specialty required to comply with USPS 
regulations, signed by product manufacturer. Include written approval by Postmaster General. 

B. Sample Warranty: For special warranty. 

1.5 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For postal specialties and finishes to include in maintenance manuals. 
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1.6 DELIVERY, STORAGE, AND HANDLING 

A. Furnish lock keys according to USPS requirements; with temporary identification for their 
respective locks, bagged, and securely taped inside the collection compartment for shipping. 

1.7 WARRANTY 

A. Special Warranty: Manufacturer agrees to repair or replace components of postal specialties 
that fail in materials or workmanship within specified warranty period. 

1. Failures include, but are not limited to, the following: 

a. Structural failures. 
b. Faulty operation of hardware. 
c. Deterioration of metals, metal finishes, and other materials beyond normal 

weathering. 

2. Warranty Period:  Five years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MAIL RECEPTACLES 

A. Manufacturers 

1. Bommer Industries, Inc. 
2. Jensen Mailboxes; Architectural Building Products Division of Steel Craft Corporation. 
3. National Mailboxes, a Division of NMHP, Inc. 
4. Salsbury Industries. 
5. Security Manufacturing Corp. 

 
[Indicate type and model on drawings or edit the following for the project] 

B. Front-Loading Mail Receptacles: Consisting of multiple compartments with fixed, solid 
compartment backs, enclosed within a recessed wall box. Provide access to compartments for 
distributing incoming mail from front of unit by unlocking master lock and swinging side-hinged 
master door to provide accessibility to entire group of compartments. Provide access to each 
compartment for removing mail by swinging compartment door. Comply with USPS-STD-4C. 

1. Front-Loading Master Door: Fabricated from extruded aluminum and braced and framed 
to hold compartment doors; prepared to receive master-door lock. 

a. Master-Door Lock: Door prepared to receive lock provided by local postmaster. 

2. Compartments: [Number and size as follows:] [As indicated on Drawings, of the 
following sizes:] [As indicated on Drawings.] 

a. [Example]Type I: A group of mail receptacles in single-column configuration with 
single master door, [three] <Insert number up to eight> mail compartments not 
less than 3 inches high by 12 inches wide by 15 inches deep, one outgoing mail 
collection compartment prepared for master-door lock, and one parcel-locker 
compartment 15 inches high by 12 inches wide by 15 inches deep. 
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3. Compartment Doors: Fabricated from extruded aluminum. Equip each with lock and 
tenant identification as required by USPS-STD-4C. Provide mail slot in the compartment 
with master-door lock. 

a. Compartment-Door Locks: Comply with USPS-L-1172C for locks and keys, or 
equivalent as approved by the USPS; with three keys for each compartment door. 
Key each compartment differently. 

b. Parcel-Locker-Compartment-Door Locks: Two-key security system in which control 
key provides access to parcel-locker-compartment key, which opens compartment 
and is retained once opened. 

4. Frames: Fabricated from extruded aluminum or aluminum sheet; ganged and nested 
units, with cardholder and blank cards for tenant's identification within each compartment. 

5. Concealed Components and Mounting Frames: Aluminum or steel sheet with 
manufacturer's standard finish. 

6. Exposed Aluminum Finish: Manufacturer’s standard silver finish unless otherwise 
indicated. 

2.2 PARCEL LOCKERS 

A. Manufacturers 

1. Bommer Industries, Inc. 
2. Jensen Mailboxes; Architectural Building Products Division of Steel Craft Corporation. 
3. National Mailboxes, a Division of NMHP, Inc. 
4. Salsbury Industries. 
5. Security Manufacturing Corp. 

 
[Indicate type and model on drawings or edit the following for the project] 

B. Front-Loading Parcel Lockers, Recessed: Consisting of single or multiple compartments 
enclosed within a larger enclosure of type indicated below. Provide access to compartments for 
distributing incoming parcels from front of unit. Provide access to each compartment for 
removing parcels by swinging compartment door. Comply with USPS-STD-4C. 

1. Enclosure Type: Recessed. 
2. Compartments: [Number and size as follows:] [As indicated on Drawings, of the 

following sizes:] [As indicated on Drawings.] 

a. Type X, Parcel Only: Single parcel receptacle [15 inches high by 12 inches wide 
by 15 inches deep] [18 inches high by 12 inches wide by 15 inches deep] 
without a master door. 

3. Front-Loading Master Door: Fabricated to hold compartment doors; prepared to receive 
master-door lock provided by local postmaster. 

4. Compartment Doors and Frames: Fabricated from [same material and finish as 
adjacent mail receptacles] [extruded aluminum] [aluminum sheet] [metallic-coated 
steel sheet] [aluminum or metallic-coated steel sheet]. Equip each compartment door 
with lock; identification; and concealed, full-length, spring-loaded, flush hinge on right 
side. 

a. Compartment Identification: Black, sequential numbers [engraved into] [stamped 
onto] recess in face of compartment door. 
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b. Compartment-Door Locks: Dual-lock security system in which master lock provides 
access to customer lock (USPS-L-1172C) and parcel-locker key opens 
compartment and is retained once opened. 

5. Aluminum Finish: Manufacturer’s standard silver finish unless otherwise indicated. 

2.3 COLLECTION BOXES 

1. Bommer Industries, Inc. 
2. Jensen Mailboxes; Architectural Building Products Division of Steel Craft Corporation. 
3. National Mailboxes, a Division of NMHP, Inc. 
4. Salsbury Industries. 
5. Security Manufacturing Corp. 

[Indicate type and model on drawings or edit the following for the project] 

B. Front-Loading Collection Boxes <Insert drawing designation>: Consisting of single 
compartment with fire-resistant cushion bottom, enclosed within wall box, with [mail slot] 
[hopper door] to receive mail. Provide door for collecting mail from front of unit. 

1. Mounting: [Recessed] [Semirecessed] [Surface mounted]. 
2. Height: Sized to match height of [four] [five] [six] [seven] <Insert number> mail 

receptacles. 
3. Height: [As indicated on Drawings] <Insert dimension>. 
4. Compartment Doors and Frames: Fabricated from 1/4-inch-thick aluminum, with opening 

not less than 12 by 20 inches and not more than 18 by 30 inches. Equip door with lock 
and concealed, full-length, flush hinge on one side. 

a. Door Lock: Door prepared to receive lock provided by local postmaster. 
b. Identification: Engrave face of compartment door with 1-inch-high letters as 

follows: "U.S. MAIL LETTER BOX" on two lines at top or bottom of unit. 
c. Door Style: [Set door within face frame] [Extend door full width and height of 

unit, with no exposed frame]. 

5. Mail Slot: Fabricated from 1/4-inch-thick aluminum, with 11-inch-wide by 1-1/4-inch-high 
opening, protected by inside hood and hinge flap, and with inside baffle to prevent 
removal of mail from box. 

6. Hopper Door: Fabricated from 1/4-inch-thick aluminum, with opening that allows a bundle 
measuring 6-1/2 inches wide by 11-1/2 inches long by 4 inches high to be deposited, and 
with inside baffle to prevent removal of mail from box. Equip door with door pull and 
concealed, full-length bottom hinge. 

a. Identification: Engrave face of hopper door with 1-inch-high letters as follows: 
"LETTERS AND LETTER MAIL TIED IN BUNDLES." 

b. Door Style: [Set door within face frame] [Extend door full width and height of 
unit, with no exposed frame]. 

7. Exposed Materials: Fabricated from extruded or sheet aluminum. 

a. Anodic Finish:  Clear unless indicated otherwise. 

8. Concealed Components and Mounting Frames: Aluminum or steel sheet with 
manufacturer's standard finish. 
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9. Schedule-Card Holder: Recessed or surface-mounted holder for pickup schedule card in 
center of bottom front portion of unit. Fabricate of same material and finish as front of 
unit. 

10. Mailbag Hooks: Two aluminum or stainless-steel hooks at exterior front edge of bottom of 
surface-mounted units, spaced 15 to 17-1/2 inches apart, for supporting mailbags. 

11. Mailbag Rack: Internal rack system for supporting mailbags within unit. 

2.4 ACCESSORIES 

[Edit the following per project] 

A. Directory for Mail Receptacles: Surface-mounted, front-opening unit, with clear glass or plastic 
window. 

1. Framed, Top-Mount Unit for Mail Receptacles: Fabricate directory as framed, horizontal 
unit with modular sections having a [24-name capacity (3 modules)] [32-name capacity 
(4 modules)] [40-name capacity (5 modules)]; of same material[, size,] and finish as 
adjacent mail receptacles; mounted above mail receptacles[ as indicated on Drawings]. 

2. Framed, Side-Mount Unit for Mail Receptacles: Fabricate directory as framed, horizontal 
unit with [50-name capacity, 28 inches] [60-name capacity, 33-3/8 inches] [70-name 
capacity, 38-3/4 inches] high; of same material and finish as adjacent mail receptacles; 
mounted alongside of mail receptacles[ as indicated on Drawings]. 

3. Name Strips: 1/4-inch-high label tape. 

B. Key Keeper: Consisting of single compartment with door; interior compartment size not less 
than [4-3/4 inches wide by 2-1/4 inches high by 1-1/2 inches deep] <Insert dimensions>, 
USPS approved. 

1. Mounting: [Recessed] [Surface mounted]. 
2. Style: Compartment door [set within face frame] [extending full width and height of 

unit, with no exposed frame]. 
3. Type of Operation: [Loose key in box] [Retractor reel with minimum 20-inch-long 

chain] [Push-button, 24-V switch in box]. 
4. Door Lock: Door prepared to receive lock furnished by local postmaster. 
5. Exposed Materials: Fabricated from extruded or sheet aluminum. 

a. Anodic Finish: [Clear] [As indicated by manufacturer's designations] [As 
selected by Architect from manufacturer's full range] <Insert color>. 

b. Baked-Enamel or Powder-Coated Finish: [Black] [Gold] [Dark bronze] [Medium 
bronze] [Silver] [Color as indicated by manufacturer's designations] [Color as 
selected by Architect from manufacturer's full range] <Insert color>. 

C. Key Cabinet: Wall-mounted,[ metallic-coated] steel cabinet with pivoting, key-holding panels 
and side-hinged door equipped with five-pin tumbler, cylinder-door lock and concealed, full-
length flush hinge. Finish cabinet, panels, and door with baked-enamel or powder-coated finish. 
Key-control system consisting of key-holding hooks, labels, two sets of key tags with self-
locking key holders, key-gathering envelopes, and temporary and permanent markers. 

1. Capacity: Keys for [150 percent of the number of] <Insert number> mail-receptacle 
locks. 

2. Cross-Index System: Consisting of index cards for recording key information. Include 
three receipt forms for each key-holding hook. 
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3. Baked-Enamel or Powder-Coated Finish: [Color as indicated by manufacturer's 
designations] [Color as selected by Architect from manufacturer's full range] 
<Insert color>. 

2.5 FABRICATION 

A. Form postal specialties to required shapes and sizes, with true lines and angles, square, rigid, 
and without warp, and with metal faces flat and free of dents or distortion. Make exposed metal 
edges and corners free of sharp edges and burrs and safe to touch. Fabricate doors of postal 
specialties to preclude binding, warping, or misalignment. 

B. Preassemble postal specialties in shop to greatest extent possible to minimize field assembly. 

C. Mill joints to a tight, hairline fit. Cope or miter corner joints. Form joints exposed to weather to 
exclude water penetration. 

D. Drill or punch holes required for fasteners and remove burrs. Use security fasteners where 
fasteners are exposed. If used, seal external rivets before finishing. 

E. Weld in concealed locations to greatest extent possible without distorting or discoloring exposed 
surfaces. Remove weld spatter and welding oxides from exposed surfaces. 

F. Fabricate tubular and channel frame assemblies with manufacturer's standard welded or 
mechanical joints. Provide subframes and reinforcement as required for a complete system to 
support loads. 

G. Where dissimilar metals contact each other, protect against galvanic action by painting contact 
surfaces with bituminous coating or by applying other permanent separation as recommended 
by manufacturers of dissimilar metals. 

2.6 GENERAL FINISH REQUIREMENTS 

A. Comply with NAAMM/NOMMA's "Metal Finishes Manual for Architectural and Metal Products 
(AMP 500-06)" for recommendations for applying and designating finishes. 

B. Protect mechanical finishes on exposed surfaces from damage by applying a strippable, 
temporary protective covering before shipping. 

C. Appearance of Finished Work: Noticeable variations in same piece are not acceptable. 
Variations in appearance of adjoining components are acceptable if they are within the range of 
approved Samples and are assembled or installed to minimize contrast. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, for compliance with 
requirements for roughing-in openings, clearances, and other conditions affecting performance 
of the Work. 

B. Examine walls and other adjacent construction for suitable conditions before installation. 
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C. Prepare written report, endorsed by Installer, listing conditions detrimental to performance of the 
Work. 

D. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Install postal specialties level and plumb, according to manufacturer's written instructions. 

1. Where dissimilar metals contact each other, protect against galvanic action by painting 
contact surfaces with bituminous coating or by applying other permanent separation as 
recommended by manufacturer. 

2. Where aluminum contacts grout, concrete, masonry, or wood, protect against corrosion 
by painting contact surfaces with bituminous coating. 

3. Final acceptance of postal specialties served by the USPS depends on compliance with 
USPS requirements. 

B. Mail Receptacles: Install mail receptacles with center of tenant-door lock cylinders and bottom 
of compartments at the maximum and minimum heights above finished floor established by the 
USPS and manufacturer's written instructions. 

1. Install removable-core and keyed-in door lock cylinders as required for each type of 
cylinder lock. 

C. Collection Boxes: Install collection boxes with centerline of mail slots not more than 48 inches 
above finished floor. 

3.3 FIELD QUALITY CONTROL 

A. Arrange for USPS personnel to examine and test postal specialties served by the USPS after 
they have been installed according to USPS regulations. 

3.4 ADJUSTING AND CLEANING 

A. Remove temporary protective coverings and strippable films, if any, as postal specialties are 
installed unless otherwise indicated in manufacturer's written installation instructions. 

B. Adjust doors, hardware, and moving parts to function smoothly, and lubricate as recommended 
by manufacturer. Verify that integral locking devices operate properly. 

C. Touch up marred finishes or replace postal specialties that cannot be restored to factory-
finished appearance. Use only materials and procedures recommended or furnished by postal-
specialty manufacturer. 

D. Replace postal specialties that have been damaged or have deteriorated beyond successful 
repair by finish touchup or similar minor repair procedures. 

E. On completion of postal-specialty installation, clean interior and exterior surfaces as 
recommended by manufacturer. 

END OF SECTION 10 55 00 
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SECTION 10 57 00 – WARDROBE AND CLOSET SPECIALTIES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Coated wire shelving. 
2. Laminated shelving systems. 
3. [Add additional shelving type as required.] 

1.3 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 

1.4 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Manufacturer’s product data, detail sheets and specifications. 

B. Shop Drawings: 

1. Include plans, elevations, sections, and details. 
2. Show shelving layout. 
3. Include installation details and details for interface with other work and products. 

C. Samples for Verification: For each finish and product specified, minimum 6-inches square for 
shelving, 12-inches minimum length for linear items, representing actual product, color and 
finish. 

1.5 SUSTAINABLE DESIGN SUBMITTALS 

A. Product Data: For paints and coatings having low-emitting materials indicating compliance with 
sustainability requirements for low VOC content.  

B. Product Data: For recycled content, indicating postconsumer and pre-consumer recycled 
content and cost. 

C. Product Data: For composite wood products documentation that products do not contain any 
added urea formaldehyde. 

http://www.arcomnet.com/sustainable_design.aspx?topic=7
http://www.arcomnet.com/sustainable_design.aspx?topic=7
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D. Product Data: For adhesives, indicating that product contains no urea formaldehyde. 

E. Product Data: For composite wood products, indicating that product contains no urea 
formaldehyde.  

1.6 INFORMATIONAL SUBMITTALS 

A. Sample Warranty: For manufacturer's standard warranty. 

1.7 QUALITY ASSURANCE 

A. Manufacturer Qualifications: Supply products and accessories for each product specified by a 
single manufacturer. 

B. Installer Qualifications: Installer is manufacturer or installer approved in writing by manufacturer. 

1.8 DELIVERY, STORAGE, AND HANDLING 

A. Comply with requirements of referenced standards and manufacturer's written instructions. 

B. Store products in manufacturer’s unopened packaging until ready for installation. 

1.9 PROJECT CONDITIONS 

A. Field Measurements: Verify actual locations of supports, blocking, and other construction 
contiguous with shelving by field measurements before fabrication. 

B. Maintain environmental conditions within limits recommended by manufacturer for installation. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Acceptable Manufacturers: 

1. ClosetMaid Corporation. 
2. Organized Living, Inc. 
3. The Container Store. 
4. Rubbermaid Commercial Products LLC. 

2.2 COATED WIRE SHELVING 

A. Steel Wire: Basic cold drawn, Grade C-1006 or better; average tensile strength 100,000 
minimum psi. 

B. Coating: Epoxy- or non-exudating formula PVC system applied to clean, primed steel surfaces 
following fabrication; 10 mil minimum thickness. 

http://www.arcomnet.com/sustainable_design.aspx?topic=18
http://www.arcomnet.com/sustainable_design.aspx?topic=17
http://www.arcomnet.com/sustainable_design.aspx?topic=25
http://www.arcomnet.com/sustainable_design.aspx?topic=26
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C. Fabrication: Resistance welded rods at each intersection, deck rods spaced not to exceed 1-
inch O.C., designed to support minimum 75 lbs./sq.ft. loading. 

D. Color: [White.] [As indicated.]  

E. Hardware: Manufacturer’s standard mounting brackets, clips, and fasteners for attaching 
shelving to applicable substrates, including support braces for shelf spans exceeding 3’-6” in 
length. 

F. Configurations: 

1. Wire shelving with hanging rod below: 16” depth. 
2. Wire shelving: 12-inches and 16-inches depth as indicated on drawings. 
3. [Add additional configurations.] 

2.3 LAMINATED SHELVING SYSTEMS 

A. Laminated Panels: Thermal-fused melamine laminated particle board; 3/4-inch thick. 

B. Edge Banding: 0.039 inch PVC 

C. Color: [White.] [As indicated.] 

2.4 ACCESSORIES 

A. Provide accessories as required or indicated for complete shelving installation including, but not 
limited to, the following: 

1. Wall clips. 
2. End brackets. 
3. Support brackets. 
4. Poles. 
5. Standards. 
6. Shelf Brackets. 
7. Pole clips. 
8. Hang track. 
9. [Additional Accessories] 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine areas, with Installer present, for compliance with requirements for installation 
tolerances, location of framing and reinforcements, minimum recess depth, and other conditions 
affecting performance of shelving systems. 

1. Verify prepared spaces are sized and located in accordance with approved shop 
drawings. 

2. Verify framing, reinforcement, and anchoring devices are correct type and are located in 
accordance with approved shop drawings. 
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B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Install in accordance with manufacturer’s written installation instructions and recommendations. 

B. Install products in locations indicated using mounting methods recommended by shelving 
manufacturer and free from distortion, warp or any defect adversely affecting appearance. 

C. Install products level, plumb, and at heights indicated. 

3.3 ADJUSTING AND CLEANING 

A. Adjust and fit items flush with adjacent construction. 

B. Clean shelving and all surfaces 

C. Protect shelving until Substantial Completion. 

END OF SECTION 10 57 00 


