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SECTION 12 21 13 - HORIZONTAL LOUVER BLINDS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Horizontal louver blinds with polymer slats. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: For horizontal louver blinds, include fabrication and installation details. 

1.3 INFORMATIONAL SUBMITTALS 

A. Product test reports. 

1.4 CLOSEOUT SUBMITTALS 

A. Maintenance data. 

PART 2 - PRODUCTS 

2.1 HORIZONTAL LOUVER BLINDS, POLYMER SLATS 

A. Manufacturers: Subject to compliance with requirements, provide products by one of the 
following: 

1. Comfortex Window Fashions. 
2. Hunter Douglas Contract. 
3. Levolor Contract; a Newell Rubbermaid company. 
4. Springs Window Fashions; SWFcontract. 

B. Flame-Resistance Rating: Comply with NFPA 701; testing by a qualified testing agency. Identify 
products with appropriate markings of applicable testing agency. 

C. Slats: Polymers that are lead free, UV stabilized, integrally colored, opaque, and will not crack 
or yellow; antistatic, dust-repellent treated. 

1. Formulation: [Permanently flexible, extruded PVC] [Polymer/wood composite]. 
2. Width:  2 inches. 
3. Thickness:  0.125 inch. 
4. Spacing:  Manufacturer's standard. 
5. Profile:  Manufacturer's standard. 

http://www.specagent.com/Lookup?ulid=11885
http://www.specagent.com/Lookup?uid=123456995396
http://www.specagent.com/Lookup?uid=123456995397
http://www.specagent.com/Lookup?uid=123456995398
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6. Thickness: Manufacturer's standard. 
7. Features: 

a. Lift-Cord Rout Holes: Minimum size required for lift cord and located near back 
(outside) edge of slat to maximize slat overlap and minimize light gaps between 
slats. 

D. Headrail: Formed steel or extruded aluminum; long edges returned or rolled. Headrails fully 
enclose operating mechanisms on three sides. 
 
1. Manual Lift Mechanism: 

a. Lift-Cord Lock: Variable; stops lift cord at user-selected position within blind full 
operating range. 

b. Operator: Extension of lift cord(s) through lift-cord lock mechanism to form cord 
pull. 

2. Manual Tilt Mechanism: Enclosed worm-gear mechanism and linkage rod that adjusts 
ladders. 

a. Tilt: Full. 
b. Operator: Dual cord. 

3. Manual Lift-Operator and Tilt-Operator Lengths: Length required to extend to 48 inches 
above floor level when blind is fully closed. 

4. Manual Lift-Operator and Tilt-Operator Locations: Left side and right side of headrail, 
respectively, unless otherwise indicated. 

5. Integrated Headrail/Valance: Flat stock profile. 

E. Bottom Rail: Formed-steel or extruded-aluminum tube that secures and protects ends of ladders 
and lift cords and has plastic- or metal-capped ends. 

1. Type: Manufacturer's standard. 

F. Ladders: Braided cord. 

G. Mounting Brackets: With spacers and shims required for blind placement and alignment 
indicated. 

H. Colors, Textures, Patterns, and Gloss: 

1. Slats: As selected by Architect from manufacturer's full range. 
2. Components: Provide rails, cords, ladders, and materials exposed to view matching or 

coordinating with slat color unless otherwise indicated. 

2.2 HORIZONTAL LOUVER BLIND FABRICATION 

A. Product Safety Standard: Fabricate horizontal louver blinds to comply with WCMA A 100.1 
including requirements for corded, flexible, looped devices; lead content of components; and 
warning labels. 

B. Unit Sizes: Fabricate units in sizes to fill window and other openings as follows, measured at 74 
deg F: 
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1. Between (Inside) Jamb Installation: Width equal to jamb-to-jamb dimension of opening in 
which blind is installed less 1/4 inch per side or 1/2 inch total, plus or minus 1/8 inch. 
Length equal to head-to-sill dimension of opening in which blind is installed less 1/4 inch, 
plus or minus 1/8 inch. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install horizontal louver blinds level and plumb, aligned and centered on openings, and aligned 
with adjacent units according to manufacturer's written instructions. 

1. Locate so exterior slat edges are not closer than 2 inches from interior faces of glass and 
not closer than 1/2 inch from interior faces of glazing frames through full operating ranges 
of blinds. 

2. Install mounting and intermediate brackets to prevent deflection of headrails. 
3. Install with clearances that prevent interference with adjacent blinds, adjacent 

construction, and operating hardware of glazed openings, other window treatments, and 
similar building components and furnishings. 

B. Adjust horizontal louver blinds to operate free of binding or malfunction through full operating 
ranges. 

C. Clean horizontal louver blind surfaces after installation according to manufacturer's written 
instructions. 

3.2 ADJUSTING 

A. Adjust horizontal louver blinds to operate free of binding or malfunction through full operating 
ranges. 

3.3 CLEANING AND PROTECTION 

A. Clean horizontal louver blind surfaces after installation according to manufacturer's written 
instructions. 

B. Provide final protection and maintain conditions in a manner acceptable to manufacturer and 
Installer that ensures that horizontal louver blinds are without damage or deterioration at time of 
Substantial Completion. 

C. Replace damaged horizontal louver blinds that cannot be repaired in a manner approved by 
Architect before time of Substantial Completion. 

END OF SECTION 12 21 13 
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SECTION 12 21 16 - VERTICAL LOUVER BLINDS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Vertical louver blinds with PVC vanes for use at sliding glass doors. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: For vertical louver blinds, include fabrication and installation details. 

C. Samples: For each exposed product and for each color and texture specified, 12 inches long. 

1.3 INFORMATIONAL SUBMITTALS 

A. Product test reports. 

1.4 CLOSEOUT SUBMITTALS 

A. Maintenance data. 

PART 2 - PRODUCTS 

2.1 VERTICAL LOUVER BLINDS, PVC VANES 

A. Manufacturers: Subject to compliance with requirements, provide products by one of the 
following: 

1. Hunter Douglas Contract. 
2. Levolor Contract; a Newell Rubbermaid company. 
3. Springs Window Fashions; SWFcontract. 

B. Vanes: Lead-free, UV-stabilized, integrally colored, opaque, permanently flexible, extruded PVC 
that will not crack or yellow; with not less than 3/8-inch overlap when vanes are rotated fully 
closed. 

1. Width:  2 inches. 
2. Profile:  Flat. 
3. Flame-Resistance Rating: Comply with NFPA 701; testing by a qualified testing agency. 

Identify products with appropriate markings of applicable testing agency. 
 
 

http://www.specagent.com/Lookup?ulid=11890
http://www.specagent.com/Lookup?uid=123456995411
http://www.specagent.com/Lookup?uid=123456995412
http://www.specagent.com/Lookup?uid=123456995413
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4. Features: 

a. Bottom chain. 

C. Headrail: Channel, formed steel or extruded aluminum with long edges returned or rolled and 
ends capped. Headrail encloses operating mechanisms including carrier-spacing mechanism 
that provides uniform vane spacing when blinds are traversed fully across headrail (closed). 

1. Manual Traverse Control:  Cord. 
2. Manual Rotation Control:  Wand. 
3. Manual Control Locations: [Right] [Left] [As indicated on Drawings]. 
4. Draw and Stack:  One way, stack left. 
5. Cord-Tensioner Mounting: [Wall] [Floor] [Sill] [Baseboard] [As indicated on Drawings]. 

D. Carriers: Allow vane removal and replacement. 

E. Valance:  Manufacturer's standard with vane insert. 

F. Mounting Brackets: With spacers and shims required for blind placement and alignment 
indicated. 

G. Colors, Textures, and Patterns: 

1. Vanes:  As selected by Architect from manufacturer's full range. 
2. Components:  Provide materials exposed to view matching or coordinating with vanes 

unless otherwise indicated. 

2.2 VERTICAL LOUVER BLIND FABRICATION 

A. Product Safety Standard: Fabricate vertical louver blinds to comply with WCMA A 100.1 
including requirements for corded, flexible, looped devices; lead content of components; and 
warning labels. 

B. Unit Sizes: Fabricate units in sizes to cover window and other openings as follows, measured at 
74 deg F: 

1. Between (Inside) Jamb Installation: Width equal to jamb-to-jamb dimension of opening in 
which blind is installed less 1/4 inch per side or 1/2 inch total, plus or minus 1/8 inch. 
Length equal to head-to-sill or -floor dimension of opening in which blind is installed less 
1/4 inch, plus or minus 1/8 inch. 

2. Outside of Jamb Installation: Width and length as indicated, with terminations between 
blinds of end-to-end installations at centerlines of mullion or other defined vertical 
separations between openings. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install vertical louver blinds level and plumb, aligned and centered on openings, and aligned 
with adjacent units according to manufacturer's written instructions. 
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1. Locate so exterior vane edges are not closer than 2 inches from interior faces of glass 
and not closer than 1-1/2 inches from interior faces of glazing frames through full 
operating ranges of blinds. 

2. Install mounting and intermediate brackets to prevent deflection of headrails. 
3. Install with clearances that prevent interference with adjacent blinds, adjacent 

construction, and operating hardware of glazed openings, other window treatments, and 
similar building components and furnishings. 

B. Adjust vertical louver blinds to operate free of binding or malfunction through full operating 
ranges. 

C. Clean vertical louver blind surfaces after installation according to manufacturer's written 
instructions. 

END OF SECTION 12 21 16 
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SECTION 12 24 13 - ROLLER WINDOW SHADES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Manually operated roller shades with single rollers. 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each type of product. 

1. Include styles, material descriptions, construction details, dimensions of individual 
components and profiles, features, finishes, and operating instructions for roller shades. 

B. Shop Drawings:  Show fabrication and installation details for roller shades, including shadeband 
materials, their orientation to rollers, and their seam and batten locations. 

C. Samples:  For each exposed product and for each color and texture specified, 10 inches long. 

D. Samples for Initial Selection:  For each type and color of shadeband material. 

1. Include Samples of accessories involving color selection. 

E. Samples for Verification:  For each type of roller shade. 

1. Shadeband Material:  Not less than 10 inches square.  Mark inside face of material if 
applicable. 

2. Roller Shade:  Full-size operating unit, not less than 16 inches wide by 36 inches long for 
each type of roller shade indicated. 

3. Installation Accessories:  Full-size unit, not less than 10 inches long. 

F. Roller-Shade Schedule:  Use same designations indicated on Drawings. 

1.4 INFORMATIONAL SUBMITTALS 

A. Qualification Data:  For Installer. 

B. Product Certificates:  For each type of shadeband material, signed by product manufacturer. 

C. Product Test Reports:  For each type of shadeband material, for tests performed by 
manufacturer and witnessed by a qualified testing agency. 
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1.5 CLOSEOUT SUBMITTALS 

A. Maintenance Data:  For roller shades to include in maintenance manuals. 

1.6 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials that match products installed and that are packaged with protective 
covering for storage and identified with labels describing contents. 

1. Roller Shades:  Full-size units equal to 5 percent of quantity installed for each size, color, 
and shadeband material indicated, but no fewer than two units. 

1.7 QUALITY ASSURANCE 

A. Installer Qualifications:  Fabricator of products. 

1.8 DELIVERY, STORAGE, AND HANDLING 

A. Deliver roller shades in factory packages, marked with manufacturer, product name, and 
location of installation using same designations indicated on Drawings. 

1.9 FIELD CONDITIONS 

A. Environmental Limitations:  Do not install roller shades until construction and finish work in 
spaces, including painting, is complete and dry and ambient temperature and humidity 
conditions are maintained at the levels indicated for Project when occupied for its intended use. 

B. Field Measurements:  Where roller shades are indicated to fit to other construction, verify 
dimensions of other construction by field measurements before fabrication and indicate 
measurements on Shop Drawings.  Allow clearances for operating hardware of operable glazed 
units through entire operating range.  Notify Architect of installation conditions that vary from 
Drawings.  Coordinate fabrication schedule with construction progress to avoid delaying the 
Work. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Basis-of-Design:  Subject to compliance with requirements, provide products by Hunter Douglas 
or comparable product by one of the following: 

1. Lutron Electronics Co., Inc. 
2. MechoShade, Inc. 
3. Nysan Solar Control Inc.; Hunter Douglas Company. 

B. Source Limitations:  Obtain roller shades from single source from single manufacturer. 

http://www.specagent.com/LookUp/?ulid=5278&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456789484&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456793425&mf=04&src=wd
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2.2 MANUALLY OPERATED SHADES WITH SINGLE ROLLERS (WT-2) 

A. Chain-and-Clutch Operating Mechanisms: With continuous-loop bead chain and clutch that 
stops shade movement when bead chain is released; permanently adjusted and lubricated. 

1. Basis of Design Product: As indicated on finish schedule. 
2. Bead Chains:  Manufacturer's standard. 

a. Loop Length:  Full length of roller shade. 
b. Limit Stops: Provide upper and lower ball stops. 
c. Chain-Retainer Type:  Clip, jamb mount. 

3. Spring Lift-Assist Mechanisms: Manufacturer's standard for balancing roller-shade weight 
and lifting heavy roller shades. 

a. Provide for shadebands that weigh more than 10 lb or for shades as 
recommended by manufacturer, whichever criteria are more stringent. 

B. Rollers: Corrosion-resistant steel or extruded-aluminum tubes of diameters and wall thicknesses 
required to accommodate operating mechanisms and weights and widths of shadebands 
indicated without deflection. Provide with permanently lubricated drive-end assemblies and idle-
end assemblies designed to facilitate removal of shadebands for service. 

1. Roller Drive-End Location:  Right side of inside face of shade. 
2. Direction of Shadeband Roll:  Regular, from back of roller. 
3. Shadeband-to-Roller Attachment:  Manufacturer's standard method. 

C. Mounting Hardware: Brackets or endcaps, corrosion resistant and compatible with roller 
assembly, operating mechanism, installation accessories, and mounting location and conditions 
indicated. 

D. Roller-Coupling Assemblies: Coordinated with operating mechanism and designed to join up to 
three inline rollers into a multiband shade that is operated by one roller drive-end assembly. 

E. Shadebands: 

1. Shadeband Material:  Light-filtering fabric. 
2. Shadeband Bottom (Hem) Bar: Steel or extruded aluminum. 

a. Type:  Enclosed in sealed pocket of shadeband material. 
b. Color and Finish: As indicated on Drawings. 

F. Installation Accessories: 

1. Front Fascia:  Aluminum extrusion that conceals front and underside of roller and 
operating mechanism and attaches to roller endcaps without exposed fasteners. 

a. Shape:  L-shaped. 
b. Height:  Manufacturer's standard height required to conceal roller and shadeband 

when shade is fully open, but not less than 4 inches. 

2. Exposed Headbox:  Rectangular, extruded-aluminum enclosure including front fascia, top 
and back covers, endcaps, and removable bottom closure. 
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a. Height:  Manufacturer's standard in height required to enclose roller and 
shadeband when shade is fully open, but not less than 4 inches. 

3. Endcap Covers:  To cover exposed endcaps. 
4. Recessed Shade Pocket:  Rectangular, extruded-aluminum enclosure designed for 

recessed ceiling installation; with front, top, and back formed as one piece, end plates, 
and removable bottom closure panel. 

a. Height:  Manufacturer's standard height required to enclose roller and shadeband 
when shade is fully open, but not less than 6 inches. 

b. Provide pocket with lip at lower edge to support acoustical ceiling panel. 

5. Closure Panel and Wall Clip:  Removable aluminum panel designed for installation at 
bottom of site-constructed ceiling recess or pocket and for snap-in attachment to wall clip 
without fasteners. 

a. Closure-Panel Width:  As indicated on Drawings. 

2.3 SHADEBAND MATERIALS 

A. Shadeband Material Flame-Resistance Rating:  Comply with NFPA 701.  Testing by a qualified 
testing agency.  Identify products with appropriate markings of applicable testing agency. 

B. Light-Filtering Fabric:  

1. Source:  Roller-shade manufacturer. 
2. Type:  As indicated on finish schedule. 
3. Roll Width:  100 inches. 
4. Openness Factor:  As indicated. 
5. Color:  As indicated. 

2.4 ROLLER-SHADE FABRICATION 

A. Product Safety Standard:  Fabricate roller shades to comply with WCMA A 100.1, including 
requirements for flexible, chain-loop devices; lead content of components; and warning labels. 

B. Unit Sizes:  Fabricate units in sizes to fill window and other openings as follows, measured at 74 
deg F: 

1. Between (Inside) Jamb Installation:  Width equal to jamb-to-jamb dimension of opening in 
which shade is installed less 1/4 inch per side or 1/2-inch total, plus or minus 1/8 inch.  
Length equal to head-to-sill or -floor dimension of opening in which shade is installed less 
1/4 inch, plus or minus 1/8 inch. 

2. Outside of Jamb Installation:  Width and length as indicated, with terminations between 
shades of end-to-end installations at centerlines of mullion or other defined vertical 
separations between openings. 

C. Shadeband Fabrication:  Fabricate shadebands without battens or seams to extent possible 
except as follows: 

1. Vertical Shades:  Where width-to-length ratio of shadeband is equal to or greater than 
1:4, provide battens and seams at uniform spacings along shadeband length to ensure 
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shadeband tracking and alignment through its full range of movement without distortion of 
the material. 

2. Railroaded Materials:  Railroad material where material roll width is less than the required 
width of shadeband and where indicated.  Provide battens and seams as required by 
railroaded material to produce shadebands with full roll-width panel(s) plus, if required, 
one partial roll-width panel located at top of shadeband. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, for compliance with 
requirements for installation tolerances, operational clearances, and other conditions affecting 
performance of the Work. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 ROLLER-SHADE INSTALLATION 

A. Install roller shades level, plumb, and aligned with adjacent units according to manufacturer's 
written instructions. 

3.3 ADJUSTING 

A. Adjust and balance roller shades to operate smoothly, easily, safely, and free from binding or 
malfunction throughout entire operational range. 

3.4 CLEANING AND PROTECTION 

A. Clean roller-shade surfaces after installation, according to manufacturer's written instructions. 

B. Provide final protection and maintain conditions, in a manner acceptable to manufacturer and 
Installer, that ensure that roller shades are without damage or deterioration at time of 
Substantial Completion. 

C. Replace damaged roller shades that cannot be repaired, in a manner approved by Architect, 
before time of Substantial Completion. 

END OF SECTION 12 24 13 
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SECTION 12 32 13 - MANUFACTURED WOOD-VENEER-FACED CASEWORK 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes manufactured wood-veneer-faced cabinets of stock design. 

1.3 DEFINITIONS 

A. Definitions in the AWI's, AWMAC's, and WI's "Architectural Woodwork Standards" apply to the 
work of this Section. 

B. MDF: Medium-density fiberboard. 

C. Hardwood Plywood: A panel product composed of layers or plies of veneer, or of veneers in 
combination with lumber core, hardboard core, MDF core, or particleboard core, joined with 
adhesive and faced both front and back with hardwood veneers. 

1.4 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 

1.5 COORDINATION 

A. Coordinate sizes and locations of framing, blocking, furring, reinforcements, and other related 
units of Work specified in other Sections to ensure that casework can be supported and 
installed as indicated. 

1.6 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Sustainable Design Submittals: 

1. Product Data: For recycled content, indicating postconsumer and preconsumer recycled 
content and cost. 

2. Product Certificates: For materials manufactured within 100 miles of Project, indicating 
location of material manufacturer and point of extraction, harvest, or recovery for each 
raw material. Include distance to Project and cost for each raw material. 

3. Chain-of-Custody Certificates: For certified wood products. Include statement of costs. 
4. Chain-of-Custody Qualification Data: For manufacturer and vendor. 
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5. Laboratory Test Reports: For composite wood products, indicating compliance with 
requirements for low-emitting materials. 

C. Shop Drawings: Include plans, elevations, sections, details, and attachments to other work. 
Show fabrication details, including types and locations of hardware. Show installation details, 
including field joints and filler panels. Indicate manufacturer's catalog numbers for casework. 

D. Samples for Verification: 8-by-10-inch Samples for each type of finish and the following: 

1. One full-size finished base cabinet complete with hardware, doors, and drawers. 
2. One full-size finished wall cabinet complete with hardware, doors, and adjustable 

shelves. 
3. Maintain full-size Samples at Project site during construction in an undisturbed condition 

as a standard for judging the completed Work. Unless otherwise indicated, approved 
sample units may become part of the completed Work if in undisturbed condition at time 
of Substantial Completion. Notify Architect of their exact locations. 

1.7 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For Installer. 

B. Quality Standard Compliance Certificates:  AWI Quality Certification Program certificates. 

C. Sample Warranty: For special warranty. 

1.8 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish complete touchup kit for each type and finish of casework provided. Include scratch 
fillers, stains, finishes, and other materials necessary to perform permanent repairs to damaged 
casework finish. 

1.9 QUALITY ASSURANCE 

A. Manufacturer Qualifications: A qualified manufacturer that is certified for chain of custody by an 
FSC-accredited certification body. 

B. Vendor Qualifications: A vendor that is certified for chain of custody by an FSC-accredited 
certification body. 

C. Installer Qualifications:  An authorized representative who is trained and approved by 
manufacturer for installation of units required for this Project. 

1.10 DELIVERY, STORAGE, AND HANDLING 

A. Deliver casework only after painting, utility roughing-in, and similar operations that could 
damage, soil, or deteriorate casework have been completed in installation areas. If casework 
must be stored in other-than-installation areas, store only in areas where environmental 
conditions comply with requirements specified in "Field Conditions" Article. 

B. Keep finished surfaces covered with polyethylene film or other protective covering during 
handling and installation. 

http://www.arcomnet.com/sustainable_design.aspx?topic=17
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1.11 FIELD CONDITIONS 

A. Environmental Limitations: Do not deliver or install casework until building is enclosed, wet work 
is complete, and HVAC system is operating and maintaining temperature and relative humidity 
at occupancy levels during the remainder of the construction period. 

B. Established Dimensions: Where casework is indicated to fit to other construction, establish 
dimensions for areas where woodwork is to fit. Provide allowance for trimming at site, and 
coordinate construction to ensure that actual dimensions correspond to established dimensions. 

C. Locate concealed framing, blocking, and reinforcements that support casework by field 
measurements before being enclosed, and indicate measurements on Shop Drawings. 

1.12 WARRANTY 

A. Special Warranty: Manufacturer agrees to repair or replace components of casework that fail in 
materials or workmanship within specified warranty period. 

1. Failures include, but are not limited to, the following: 

a. Delamination of components or other failures of glue bond. 
b. Warping of components. 
c. Failure of operating hardware. 
d. Deterioration of finishes. 

2. Warranty Period: 5 years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers: Subject to compliance with requirements, provide products by one of the 
following or an approved equal: 

1. Leedo Cabinetry. 
2. Master WoodCraft Cabinetry. 
3. Blake Surface Solutions. 

B. Source Limitations: Obtain wood-veneer-faced casework from single manufacturer. 

2.2 CASEWORK, GENERAL 

A. Quality Standard: Unless otherwise indicated, comply with the AWI's, AWMAC's, and WI's 
"Architectural Woodwork Standards" for grades of casework indicated for construction, finishes, 
installation, and other requirements. 

1. Grade:  Custom. 
2. Provide labels and certificates from AWI certification program indicating that 

casework, including installation, complies with requirements of grades specified. 
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B. Regional Materials: Wood products shall be manufactured within 100 miles of Project site from 
materials that have been extracted, harvested, or recovered, as well as manufactured, within 
100 miles (160 km) of Project site. 

C. Certified Wood: Wood products shall be certified as "FSC Pure" or "FSC Mixed Credit" 
according to FSC STD-01-001 and FSC STD-40-004. 

D. Product Designations: Drawings indicate sizes, configurations, and finish materials of 
manufactured wood-veneer-faced casework by referencing designated manufacturer's catalog 
numbers. Other manufacturers' casework of similar sizes and door and drawer configurations, 
of same finish materials, and complying with the Specifications may be considered. See 
Section 01 60 00 "Product Requirements." 

2.3 WOOD-VENEER-FACED CABINETS 

A. Design: 

1. Full overlay doors and drawer faces. 

B. Wood Species: [Red oak] [White birch] [Red birch] [Alder] [White maple] [Hickory] <Insert 
species>. 

C. Face Veneer Cut: [Plain sliced] [Quarter sliced] [Rift cut] [Rotary cut]. 

D. Veneer Matching: 

1. None required; select and arrange veneers for compatible grain and color. 
2. Provide veneers for each cabinet from a single flitch, book or slip and balance matched. 

a. Provide continuous matching of adjacent drawer fronts within each cabinet. 

3. Provide veneers for each elevation from a single flitch, book or slip and balance matched. 

a. Provide continuous matching of adjacent drawer fronts within each cabinet and 
end matching between drawer fronts of adjacent cabinets. 

E. Grain Direction: 

1. [Vertical on both doors and drawer fronts, with continuous vertical matching.] 
2. Vertical on doors, horizontal on drawer fronts. 
3. Lengthwise on face frame members. 
4. Vertical on end panels. 
5. Side to side on bottoms and tops of units. 
6. Vertical on knee-space panels. 
7. Horizontal on aprons. 

F. Exposed Materials: 

1. Plywood: Hardwood plywood with face veneer of species indicated, selected for 
compatible color and grain. Provide backs of same species as faces. 

2. Solid Wood: Clear hardwood lumber of species indicated and selected for grain and color 
compatible with exposed plywood. 

G. Semiexposed Materials: 
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1. Solid Wood: Sound hardwood lumber, selected to eliminate appearance defects, of same 
species as exposed wood. 

2. Plywood: Hardwood plywood of any species similar in color and grain to exposed wood. 
Provide backs of same species as faces. 

3. Provide solid wood or hardwood plywood for semiexposed surfaces unless otherwise 
indicated. 

4. Thermoset Decorative Panels: Provide thermoset decorative panels for semiexposed 
surfaces, except provide solid wood or hardwood plywood for interior faces of doors and 
drawer fronts and other locations where opposite side of component is exposed. 

5. Hardboard: Use only for cabinet backs where exterior side of back is not exposed. 
6. Metal for Steel Drawer Pans: Cold-rolled, carbon-steel sheet complying with 

ASTM A 1008/A 1008M; matte finish; suitable for exposed applications. 

H. Concealed Materials: 

1. Solid Wood: Any hardwood or softwood species, with no defects affecting strength or 
utility. 

2. Plywood: Hardwood plywood. Provide backs of same species as faces. 
3. Particleboard. 
4. MDF. 
5. Hardboard. 

2.4 MATERIALS 

A. Maximum Moisture Content for Lumber: 7 percent for hardwood and 12 percent for softwood. 

B. Hardwood Plywood: HPVA HP-1, particleboard core except where veneer core is indicated. 

C. Softwood Plywood: DOC PS 1. 

D. Particleboard: ANSI A208.1, Grade M-2. 

1. Recycled Content: Postconsumer recycled content plus one-half of preconsumer 
recycled content not less than <Insert value> percent. 

E. Particleboard: Straw-based particleboard complying with ANSI A208.1, Grade M-2, except for 
density. 

F. MDF: ANSI A208.2, Grade 130. 

1. Recycled Content: Postconsumer recycled content plus one-half of preconsumer 
recycled content not less than <Insert value> percent. 

G. Hardboard: ANSI A135.4, Class 1 Tempered. 

1. Recycled Content: Postconsumer recycled content plus one-half of preconsumer 
recycled content not less than <Insert value> percent. 

H. Edgebanding:  Wood veneer of same species as face veneer. 

1. Select wood edgebanding for grain and color compatible with face veneers. 
2. Colors:  As selected by Architect from manufacturer's full range. 
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I. Thermoset Decorative Panels: Particleboard or MDF finished with thermally fused, melamine-
impregnated decorative paper and complying with requirements of NEMA LD 3, Grade VGL, for 
Test Methods 3.3, 3.4, 3.6, 3.8, and 3.10. 

J. Edgebanding for Thermoset Decorative Panels: PVC or polyester edgebanding matching 
thermoset decorative panels. 

K. Glass for Glazed Doors: Clear float glass complying with ASTM C 1036, Type I, Class 1, 
Quality-Q3; not less than [3.0 mm] [4.0 mm] [5.0 mm] [6.0 mm] thick. 

L. Glass for Glazed Doors: Clear tempered glass complying with ASTM C 1048, Kind FT, 
Condition A, Type I, Class 1, Quality-Q3; not less than 5.0 mm thick. 

M. Glass for Glazed Doors: Clear laminated tempered glass complying with ASTM C 1172, 
Kind LT, Condition A, Type I, Class I, Quality-Q3; with two plies not less than 3.0 mm thick and 
with clear, polyvinyl butyral interlayer. 

N. Frameless Glass Doors: Clear tempered glass complying with ASTM C 1048, Kind FT, 
Condition A, Type I, Class 1, Quality-Q3; not less than [5.0 mm] [6.0 mm] thick; with exposed 
edges seamed before tempering. 

2.5 COLORS AND FINISHES 

A. Wood Colors and Finishes:  As selected by Architect from casework manufacturer's full range. 

2.6 FABRICATION 

A. Wood-Veneer-Faced Cabinet Construction: As required by referenced quality standard, but not 
less than the following: 

1. Bottoms of Cabinets and Tops of Wall Cabinets: 3/4-inchhardwood plywood. 
2. Ends of Cabinets: 3/4-inch hardwood plywood. 
3. Shelves: 3/4-inch veneer-core hardwood plywood or 1-inch particleboard-core hardwood 

plywood. 
4. Base Cabinet Top Frames: 3/4-by-2-inch solid wood with mortise and tenon or doweled 

connections, glued and pinned or screwed. 
5. Base Cabinet Stretchers: 3/4-by-4-1/2-inch plywood, particleboard, or MDF strips or 

solid-wood boards at front and back of cabinet, glued and pinned or screwed. May be 
provided as an option to base cabinet top frames. 

6. Base Cabinet Subtops: 3/4-inch panel product, glued and pinned or screwed. May be 
provided as an option to base cabinet top frames. 

7. Backs of Cabinets: 3/4-inch particleboard-core hardwood plywood where exposed, 1/2-
inch veneer-core hardwood plywood, dadoed into sides, bottoms, and tops where not 
exposed. 

8. Drawer Fronts: 3/4-inch particleboard-core hardwood plywood or solid hardwood. 
9. Drawer Sides and Backs: 1/2-inch solid-wood orhardwood plywood, with glued dovetail or 

multiple-dowel joints. 
10. Drawer Bottoms: 1/4-inch veneer-core hardwood plywood, glued and dadoed into front, 

back, and sides of drawers. Use 1/2-inch material for drawers more than 24 inches wide. 
11. Doors 48 Inches or Less in Height: 3/4 inch thick, with solid hardwood stiles and rails, 

particleboard or MDF cores, and hardwood face veneers and crossbands. 
12. Doors More Than 48 Inches in Height: 1-1/8 inches thick, with particleboard cores and 

hardwood face veneers and crossbands. 
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B. Filler Strips: Provide as needed to close spaces between cabinets and walls, ceilings, and 
indicated equipment. Fabricate from same material and with same finish as cabinets. 

2.7 FINISH 

A. Preparation: Sand lumber and plywood for manufactured wood casework construction before 
assembling. Sand edges of doors and drawer fronts and molded shapes with profile-edge 
sander. Sand casework after assembling for uniform smoothness at least equivalent to that 
produced by 220-grit sanding and without machine marks, cross sanding, or other surface 
blemishes. 

B. Staining: Remove fibers and dust and apply wash-coat sealer and stain to exposed and 
semiexposed surfaces as required to provide uniform color and to match approved samples. 

C. Finishing Closed-Grain Woods: Apply manufacturer's standard two-coat, baked, clear finish 
consisting of a thermosetting catalyzed sealer and a thermosetting catalyzed conversion 
varnish. Sand and wipe clean between applications of sealer and topcoat. Topcoat may be 
omitted on concealed surfaces. 

D. Finishing Open-Grain Woods: Apply manufacturer's standard three-coat, baked, clear finish 
consisting of a thermosetting catalyzed sealer and two coats of a thermosetting catalyzed 
conversion varnish. Sand and wipe clean between applications of sealer and topcoat and 
between topcoats. Topcoats may be omitted on concealed surfaces. 

2.8 CASEWORK HARDWARE AND ACCESSORIES 

A. Hardware, General: Unless otherwise indicated, provide manufacturer's standard [satin-finish] 
[mirror polished-finish] [powder-coated], commercial-quality, heavy-duty hardware. 

1. Use threaded metal or plastic inserts with machine screws for fastening to particleboard, 
except where hardware is through bolted from back side. 

B. Frameless Concealed Hinges (European Type): BHMA A156.9, Type B01602, 135 degrees of 
opening, self-closing. Provide two hinges for doors less than 48 inches high, and provide three 
hinges for doors more than 48 inches high. 

C. Pulls: Solid [nylon] [aluminum] [stainless-steel] [or] [chrome-plated brass] wire pulls, 
fastened from back with two screws. Provide two pulls for drawers more than 24 inches wide. 

D. Drawer Slides: BHMA A156.9, Type B05091. 

1. Standard Duty (Grade 1, Grade 2, and Grade 3): Side mounted; full-extension type with 
soft close; zinc-plated steel with polymer rollers. 

2. Heavy Duty (Grade 1HD-100 and Grade 1HD-200): Side mounted; full-extension type 
with soft close; zinc-plated, steel ball-bearing slides. 

3. Box Drawer Slides:  Grade 1HD-100, for drawers not more than 6 inches high and 24 
inches wide; soft close. 

4. Trash Bin Slides:  Grade 1HD-200, for trash bins not more than 20 inches high and 16 
inches wide; soft close. 

E. Adjustable Shelf Supports:  Single-pin metal shelf rests complying with BHMA A156.9, 
Type B04013. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine areas, with Installer present, for compliance with requirements for installation 
tolerances, location of framing and reinforcements, and other conditions affecting performance 
of the Work. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 CASEWORK INSTALLATION 

A. Grade: Install cabinets to comply with same grade as item to be installed. 

B. Install casework level, plumb, and true; shim as required, using concealed shims. Where 
casework abuts other finished work, apply filler strips and scribe for accurate fit, with fasteners 
concealed where practical. 

C. Base Cabinets: Set cabinets straight, level, and plumb. Adjust subtops within 1/16 inch of a 
single plane. Align similar adjoining doors and drawers to a tolerance of 1/16 inch. Bolt adjacent 
cabinets together with joints flush, tight, and uniform. 

D. Wall Cabinets: Hang cabinets straight, level, and plumb. Adjust fronts and bottoms within 1/16 
inch of a single plane. Fasten cabinets to hanging strips, masonry, framing, wood blocking, or 
reinforcements in walls and partitions. Align similar adjoining doors to a tolerance of 1/16 inch. 

E. Fasten cabinets to adjacent cabinets and to masonry, framing, wood blocking, or 
reinforcements in walls and partitions to comply with the AWI's, AWMAC's, and WI's 
"Architectural Woodwork Standards." 

F. Install hardware uniformly and precisely. Set hinges snug and flat in mortises unless otherwise 
indicated. Adjust and align hardware so moving parts operate freely and contact points meet 
accurately. Allow for final adjustment after installation. 

G. Adjust casework and hardware so doors and drawers operate smoothly without warp or bind. 
Lubricate operating hardware as recommended by manufacturer. 

3.3 CLEANING 

A. Repair or remove and replace defective work as directed on completion of installation. 

B. Clean finished surfaces, touch up as required, and remove or refinish damaged or soiled areas 
to match original factory finish, as approved by Architect. 

END OF SECTION 12 32 13 
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SECTION 12 32 16 - MANUFACTURED PLASTIC-LAMINATE-FACED CASEWORK 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes plastic-laminate-faced cabinets of stock design. 

1.3 DEFINITIONS 

A. Definitions in the AWI's, AWMAC's, and WI's "Architectural Woodwork Standards" apply to the 
work of this Section. 

B. MDF: Medium-density fiberboard. 

C. Hardwood Plywood: A panel product composed of layers or plies of veneer, or of veneers in 
combination with lumber core, hardboard core, MDF core, or particleboard core, joined with 
adhesive, and faced both front and back with hardwood veneers. 

1.4 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 

1.5 COORDINATION 

A. Coordinate sizes and locations of framing, blocking, furring, reinforcements, and other related 
units of Work specified in other Sections to ensure that casework can be supported and 
installed as indicated. 

1.6 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Sustainable Design Submittals: 

1. Product Data: For recycled content, indicating postconsumer and preconsumer recycled 
content and cost. 

2. Product Certificates: For materials manufactured within 100 miles of Project, indicating 
location of material manufacturer and point of extraction, harvest, or recovery for each 
raw material. Include distance to Project and cost for each raw material. 

3. Chain-of-Custody Certificates: For certified wood products. Include statement of costs. 
4. Chain-of-Custody Qualification Data: For manufacturer and vendor. 
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5. Laboratory Test Reports: For adhesives, indicating compliance with requirements for low-
emitting materials. 

6. Laboratory Test Reports: For composite wood products, indicating compliance with 
requirements for low-emitting materials. 

C. Shop Drawings: Include plans, elevations, sections, details, and attachments to other work. 
Show fabrication details, including types and locations of hardware. Show installation details, 
including field joints and filler panels. Indicate manufacturer's catalog numbers for casework. 

D. Samples for Verification: 8-by-10-inch Samples for each type of finish and the following: 

1. One full-size finished base cabinet complete with hardware, doors, and drawers. 
2. One full-size finished wall cabinet complete with hardware, doors, and adjustable 

shelves. 
3. Maintain full-size Samples at Project site during construction in an undisturbed condition 

as a standard for judging the completed Work. Unless otherwise indicated, approved 
sample units may become part of the completed Work if in undisturbed condition at time 
of Substantial Completion. Notify Architect of their exact locations. 

1.7 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For Installer. 

B. Quality Standard Compliance Certificates:  AWI Quality Certification Program certificates. 

C. Sample Warranty: For special warranty. 

1.8 QUALITY ASSURANCE 

A. Manufacturer Qualifications: A qualified manufacturer that is certified for chain of custody by an 
FSC-accredited certification body. 

B. Vendor Qualifications: A vendor that is certified for chain of custody by an FSC-accredited 
certification body. 

C. Installer Qualifications:  An authorized representative who is trained and approved by 
manufacturer for installation of units required for this Project. 

1.9 DELIVERY, STORAGE, AND HANDLING 

A. Deliver casework only after painting, utility roughing-in, and similar operations that could 
damage, soil, or deteriorate casework have been completed in installation areas. If casework 
must be stored in other than installation areas, store only in areas where environmental 
conditions meet requirements specified in "Project Conditions" Article. 

B. Keep finished surfaces covered with polyethylene film or other protective covering during 
handling and installation. 
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1.10 FIELD CONDITIONS 

A. Environmental Limitations: Do not deliver or install casework until building is enclosed, wet work 
is complete, and HVAC system is operating and maintaining temperature and relative humidity 
at occupancy levels during the remainder of the construction period. 

B. Established Dimensions: Where casework is indicated to fit to other construction, establish 
dimensions for areas where woodwork is to fit. Provide allowance for trimming at site, and 
coordinate construction to ensure that actual dimensions correspond to established dimensions. 

C. Locate concealed framing, blocking, and reinforcements that support casework by field 
measurements before being enclosed, and indicate measurements on Shop Drawings. 

1.11 WARRANTY 

A. Special Warranty: Manufacturer agrees to repair or replace components of casework that fail in 
materials or workmanship within specified warranty period. 

1. Failures include, but are not limited to, the following: 

a. Delamination of components or other failures of glue bond. 
b. Warping of components. 
c. Failure of operating hardware. 

2. Warranty Period:  Five years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers: Subject to compliance with requirements, provide products by one of the 
following or an approved equal: 

1. Leedo Cabinetry. 
2. Master WoodCraft Cabinetry. 
3. Blake Surface Solutions. 

B. Source Limitations: Obtain plastic-laminate-faced cabinets from single manufacturer. 

2.2 CASEWORK, GENERAL 

A. Quality Standard: Unless otherwise indicated, comply with the AWI's, AWMAC's, and WI's 
"Architectural Woodwork Standards" for grades of casework indicated for construction, finishes, 
installation, and other requirements. 

1. Grade:  Custom. 
2. Provide labels and certificates from AWI certification program indicating that 

casework, including installation, complies with requirements of grades specified. 
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B. Regional Materials: Wood products shall be manufactured within 100 miles of Project site from 
materials that have been extracted, harvested, or recovered, as well as manufactured, within 
100 miles of Project site. 

C. Certified Wood: Wood products shall be certified as "FSC Pure" or "FSC Mixed Credit" 
according to FSC STD-01-001 and FSC STD-40-004. 

D. Product Designations: Drawings indicate sizes, configurations, and finish materials of 
manufactured plastic-laminate-faced cabinets by referencing designated manufacturer's catalog 
numbers. Other manufacturers' casework of similar sizes and door and drawer configurations, 
of same finish materials, and complying with the Specifications may be considered. See 
Section 01 60 00 "Product Requirements." 

2.3 CASEWORK 

A. Design: 

1. Full overlay doors and drawer faces. 

B. Grain Direction for Wood Grain Plastic Laminate: 

1. Vertical on doors, horizontal on drawer fronts. 
2. Lengthwise on face frame members. 
3. Vertical on end panels. 
4. Side to side on bottoms and tops of units. 
5. Vertical on knee-space panels. 
6. Horizontal on aprons. 

C. Exposed Materials: 

1. Plastic Laminate:  Grade HGS. 

a. Colors and Patterns:  As selected by Architect from manufacturer's full range. 
b. For doors and drawer fronts faced with plastic laminate, provide plastic-laminate 

edges of same grade, pattern, color, and texture of plastic laminate as for faces. 

2. Thermoset Decorative Panels: Particleboard or MDF finished with thermally fused, 
melamine-impregnated decorative paper. 

a. Provide material finished on both sides for doors and drawer fronts. 
b. Provide PVC or polyester edgebanding on components with exposed or 

semiexposed edges. 
c. Colors:  As selected by Architect from cabinet manufacturer's full range. 

3. Thermoformed-Vinyl-Faced Panels: MDF, milled to required shapes, with a 
thermoformed vinyl overlay applied in a vacuum or membrane press. 

a. Color:  As selected by Architect from cabinet manufacturer's full range 

D. Semiexposed Materials: 

1. Plastic Laminate:  Grade VGS unless otherwise indicated. Provide plastic laminate for 
semiexposed surfaces unless otherwise indicated. 

http://www.arcomnet.com/sustainable_design.aspx?topic=34
http://www.arcomnet.com/sustainable_design.aspx?topic=133
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a. Provide plastic laminate of same grade as exposed surfaces for interior faces of 
doors and drawer fronts and other locations where opposite side of component is 
exposed. 

2. Thermoset Decorative Panels: Provide thermoset decorative panels for semiexposed 
surfaces unless otherwise indicated. 

a. Provide plastic laminate of same grade as exposed surfaces for interior faces of 
doors and drawer fronts and other locations where opposite side of component is 
exposed. 

3. Hardboard: Use only for cabinet backs where exterior side of back is not exposed. 
4. Unless otherwise indicated, provide specified edgebanding on all semiexposed edges. 

E. Concealed Materials: 

1. Solid Wood: Any hardwood or softwood species, with no defects affecting strength or 
utility. 

2. Plywood: Hardwood plywood. 
3. Plastic Laminate: Grade BKL. 
4. Particleboard. 
5. MDF. 
6. Hardboard. 

2.4 MATERIALS 

A. Composite Wood Products: Products shall be made using ultra-low-emitting formaldehyde 
resins as defined in the California Air Resources Board's "Airborne Toxic Control Measure to 
Reduce Formaldehyde Emissions from Composite Wood Products" or shall be made with no 
added formaldehyde. 

B. Maximum Moisture Content for Lumber: 7 percent for hardwood and 12 percent for softwood. 

C. Hardwood Plywood: HPVA HP-1, particleboard core except where veneer core is indicated. 

D. Softwood Plywood: DOC PS 1. 

E. Particleboard: ANSI A208.1, Grade M-2. 

1. Recycled Content: Postconsumer recycled content plus one-half of preconsumer 
recycled content not less than <Insert value> percent. 

F. Particleboard: Straw-based particleboard complying with ANSI A208.1, Grade M-2, except for 
density. 

G. MDF: ANSI A208.2, Grade 130. 

1. Recycled Content: Postconsumer recycled content plus one-half of preconsumer 
recycled content not less than <Insert value> percent. 

H. Hardboard: ANSI A135.4, Class 1 Tempered. 

1. Recycled Content: Postconsumer recycled content plus one-half of preconsumer 
recycled content not less than <Insert value> percent. 

http://www.arcomnet.com/sustainable_design.aspx?topic=63
http://www.arcomnet.com/sustainable_design.aspx?topic=158
http://www.arcomnet.com/sustainable_design.aspx?topic=158
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I. Plastic Laminate: High-pressure decorative laminate complying with NEMA LD 3. 

1. Acceptable Manufacturers: 

a. Formica Corporation 
b. Lamin-Art, Inc. 
c. Wilsonart 
d. [Insert other manufacturers] 

J. Edgebanding for Plastic Laminate:  Plastic laminate matching adjacent surfaces. 

K. Thermoset Decorative Panels: Particleboard or medium-density fiberboard finished with 
thermally fused, melamine-impregnated decorative paper and complying with requirements of 
NEMA LD 3, Grade VGL, for Test Methods 3.3, 3.4, 3.6, 3.8, and 3.10. 

L. Edgebanding for Thermoset Decorative Panels: PVC or polyester edgebanding matching 
thermoset decorative panels. 

M. Glass for Glazed Doors: Clear float glass complying with ASTM C 1036, Type I, Class 1, 
Quality-Q3; not less than [5.0 mm] [6.0 mm] thick. 

N. Glass for Glazed Doors: Clear tempered glass complying with ASTM C 1048, Kind FT, 
Condition A, Type I, Class 1, Quality-Q3; not less than 5.0 mm thick. 

O. Glass for Glazed Doors: Clear laminated tempered glass complying with ASTM C 1172, 
Kind LT, Condition A, Type I, Class I, Quality-Q3; with two plies not less than 3.0 mm thick and 
with clear, polyvinyl butyral interlayer. 

P. Frameless Glass Doors: Clear tempered glass complying with ASTM C 1048, Kind FT, 
Condition A, Type I, Class 1, Quality-Q3; not less than [5.0 mm] [6.0 mm] thick; with exposed 
edges seamed before tempering. 

2.5 COLORS AND FINISHES 

A. Wood Colors and Finishes:  As selected by Architect from casework manufacturer's full range. 

B. Plastic-Laminate Colors, Patterns, and Finishes:  [As selected by Architect from casework 
manufacturer's full range] [As selected by Architect from plastic-laminate manufacturer's 
full range]. 

C. PVC Edgebanding Color:  As selected from casework manufacturer's full range. 

2.6 FABRICATION 

A. Plastic-Laminate-Faced Cabinet Construction: As required by referenced quality standard, but 
not less than the following: 

1. Bottoms and Ends of Cabinets, and Tops of Wall Cabinets and Tall Cabinets: 3/4-inch 
particleboard. 

2. Shelves:  3/4-inch-thick particleboard. 
3. Backs of Cabinets: 1/2-inch-thick particleboard or MDF where exposed, 1/4-inch veneer-

core hardwood plywood dadoed into sides, bottoms, and tops where not exposed. 
4. Drawer Fronts: 3/4-inch particleboard. 

http://www.specagent.com/LookUp/?ulid=7081&mf=04&src=wd
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5. Drawer Sides and Backs: 1/2-inch solid-wood or veneer-core hardwood plywood, with 
glued dovetail or multiple-dowel joints. 

6. Drawer Bottoms: 1/4-inch hardwood plywood glued and dadoed into front, back, and 
sides of drawers. Use 1/2-inch material for drawers more than 24 inches wide. 

7. Doors 48 Inches High or Less: 3/4 inch thick, with particleboard or MDF cores. 
8. Doors More Than 48 Inches High: 1-1/8 inches thick, with particleboard cores. 
9. Stiles and Rails of Glazed Doors 48 Inches High or Less: 3/4 inch thick, with 

particleboard cores. 
10. Stiles and Rails of Glazed Doors More Than 48 Inches High: 1-1/16-inch-thick, with solid 

wood cores. 
11. Stiles and Rails of Glazed Doors More Than 48 Inches High: 1-1/8 inches thick, with 

particleboard cores. 

B. Filler Strips: Provide as needed to close spaces between cabinets and walls, ceilings, and 
indicated equipment. Fabricate from same material and with same finish as cabinets. 

2.7 CASEWORK HARDWARE AND ACCESSORIES 

A. Hardware, General: Unless otherwise indicated, provide manufacturer's standard [satin-finish] 
[mirror polished-finish] [powder-coated], commercial-quality, heavy-duty hardware. 

1. Use threaded metal or plastic inserts with machine screws for fastening to particleboard 
except where hardware is through-bolted from back side. 

B. Frameless Concealed Hinges (European Type): BHMA A156.9, Type B01602, 135 degrees of 
opening, self-closing. Provide two hinges for doors less than 48 inches high, and provide three 
hinges for doors more than 48 inches high. 

C. Pulls: Solid [nylon] [aluminum] [stainless-steel] [or] [chrome-plated brass] wire pulls, 
fastened from back with two screws. For sliding doors, provide recessed [stainless-steel] [or] 
[chrome-plated] flush pulls. Provide two pulls for drawers more than 24 inches wide. 

D. Door Catches: [Zinc-plated] [Powder-coated], [nylon-roller spring catch] [or] [dual, self-
aligning, permanent magnet catch]. Provide two catches on doors more than 48 inches high. 

E. Drawer Slides: BHMA A156.9, Type B05091. 

1. Standard Duty (Grades 1, 2, and 3): Side mounted and extending under bottom edge of 
drawer; full-extension type with soft close; zinc-plated steel with polymer rollers. 

2. Heavy Duty (Grade 1HD-100 and Grade 1HD-200): Side mounted; full-extension type 
with soft close; zinc-plated, steel ball-bearing slides. 

3. Box Drawer Slides:  Grade 1HD-100, for drawers not more than 6 inches high and 24 
inches wide; soft close. 

4. Trash Bin Slides:  Grade 1HD-200, for trash bins not more than 20 inches high and 16 
inches wide; soft close. 

F. Adjustable Shelf Supports:  Single-pin metal shelf rests complying with BHMA A156.9, 
Type B04013. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine areas, with Installer present, for compliance with requirements for installation 
tolerances, location of framing and reinforcements, and other conditions affecting performance 
of the Work. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 CASEWORK INSTALLATION 

A. Grade: Install cabinets to comply with same grade as item to be installed. 

B. Install casework level, plumb, and true; shim as required, using concealed shims. Where 
casework abuts other finished work, apply filler strips and scribe for accurate fit, with fasteners 
concealed where practical. 

C. Base Cabinets: Set cabinets straight, level, and plumb. Adjust subtops within 1/16 inch of a 
single plane. Align similar adjoining doors and drawers to a tolerance of 1/16 inch. Bolt adjacent 
cabinets together with joints flush, tight, and uniform. 

D. Wall Cabinets: Hang cabinets straight, level, and plumb. Adjust fronts and bottoms within 1/16 
inch of a single plane. Fasten to hanging strips, masonry, framing, wood blocking, or 
reinforcements in walls and partitions. Align similar adjoining doors to a tolerance of 1/16 inch. 

E. Fasten cabinets to adjacent cabinets and to masonry, framing, wood blocking, or 
reinforcements in walls and partitions to comply with the AWI's, AWMAC's, and WI's 
"Architectural Woodwork Standards." 

F. Install hardware uniformly and precisely. Set hinges snug and flat in mortises unless otherwise 
indicated. Adjust and align hardware so moving parts operate freely and contact points meet 
accurately. Allow for final adjustment after installation. 

G. Adjust casework and hardware so doors and drawers operate smoothly without warp or bind. 
Lubricate operating hardware as recommended by manufacturer. 

3.3 CLEANING 

A. Repair or remove and replace defective work as directed on completion of installation. 

B. Clean finished surfaces, touch up as required, and remove or refinish damaged or soiled areas 
to match original factory finish, as approved by Architect. 

END OF SECTION 12 32 16 
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SECTION 12 36 61.16 - SOLID SURFACING COUNTERTOPS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Solid surface material countertops. 
2. Solid surface material backsplashes. 
3. Solid surface material end splashes. 

1.2 ACTION SUBMITTALS 

A. Product Data: For countertop materials. 

B. Sustainable Design Submittals: 

1. Chain-of-Custody Certificates: For certified wood products. Include statement of costs. 
2. Product Data: For adhesives, indicating VOC content. 
3. Laboratory Test Reports: For adhesives, indicating compliance with requirements for low-

emitting materials. 
4. Product Data: For composite wood products, indicating that product contains no urea 

formaldehyde. 
5. Laboratory Test Reports: For composite wood products, indicating compliance with 

requirements for low-emitting materials. 

C. Shop Drawings: For countertops. Show materials, finishes, edge and backsplash profiles, 
methods of joining, and cutouts for plumbing fixtures. 

D. Samples: For each type of material exposed to view. 

1.3 QUALITY ASSURANCE 

A. Fabricator Qualifications: Shop that employs skilled workers who custom-fabricate countertops 
similar to that required for this Project, and whose products have a record of successful in-
service performance. 

B. Installer Qualifications: Fabricator of countertops. 

C. Mockups: Build mockups to demonstrate aesthetic effects and to set quality standards for 
fabrication and execution. 

1. Build mockup of typical countertop as shown on Drawings. 

http://www.arcomnet.com/sustainable_design.aspx?topic=146
http://www.arcomnet.com/sustainable_design.aspx?topic=11
http://www.arcomnet.com/sustainable_design.aspx?topic=17
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PART 2 - PRODUCTS 

2.1 SOLID SURFACE COUNTERTOP MATERIALS 

A. Solid Surface Material: Homogeneous-filled plastic resin complying with ICPA SS-1. 

1. Basis-of-Design Product: Subject to compliance with requirements, provide E. I. du Pont 
de Nemours and Company; Corian or a comparable product by one of the following: 

a. Aristech Surfaces; Foundations. 
b. Hanwha L&C Surfaces; Hanex. 
c. Wilsonart; Solid Surface. 

2. Type: Provide Standard type unless Special Purpose type is indicated. 
3. Colors and Patterns:  As indicated on Drawings. 

B. Composite Wood Products: Products shall be made without urea formaldehyde. 

C. Particleboard: ANSI A208.1, Grade M-2-Exterior Glue. 

D. Plywood: Exterior softwood plywood complying with DOC PS 1, Grade C-C Plugged, touch 
sanded. 

2.2 COUNTERTOP FABRICATION 

A. Fabricate countertops according to solid surface material manufacturer's written instructions 
and to the AWI/AWMAC/WI's "Architectural Woodwork Standards." 

1. Grade:  Premium. 

B. Configuration: 

1. Front:  Straight, slightly eased at top. 
2. Backsplash:  Straight, slightly eased at corner. 
3. End Splash:  Matching backsplash. 

C. Countertops:  Solid surface material [with front edge built up with same material]. 

1. Solid surface material in Kitchens: 3 cm. 
2. Solid surface material in Bathrooms: 2 cm. 

D. Backsplashes:  1/2-inch- thick, solid surface material. 

E. Joints: Fabricate countertops shorter than 10 feet without joints. 

F. Joints: Fabricate countertops in sections for joining in field, with joints at locations indicated. 

G. Cutouts and Holes: 

1. Undercounter Plumbing Fixtures: Make cutouts for fixtures in shop using template or 
pattern furnished by fixture manufacturer. Form cutouts to smooth, even curves. 

http://www.specagent.com/Lookup?ulid=11727
http://www.specagent.com/Lookup?uid=123457026043
http://www.specagent.com/Lookup?uid=123457026043
http://www.specagent.com/Lookup?uid=123457026050
http://www.arcomnet.com/sustainable_design.aspx?topic=63
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2.3 INSTALLATION MATERIALS 

A. Adhesive: Product recommended by solid surface material manufacturer. 

1. Adhesives shall have a VOC content of 70 g/L or less. 

B. Sealant for Countertops: Comply with applicable requirements in Section 07 92 00 "Joint 
Sealants." 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Fasten countertops by screwing through corner blocks of base units into underside of 
countertop. Predrill holes for screws as recommended by manufacturer. 

B. Fasten subtops to cabinets by screwing through subtops into cornerblocks of base cabinets. 
Shim as needed to align subtops in a level plane. 

C. Secure countertops to subtops with adhesive according to solid surface material manufacturer's 
written instructions. 

D. Bond joints with adhesive and draw tight as countertops are set. Mask areas of countertops 
adjacent to joints to prevent adhesive smears. 

E. Install backsplashes and end splashes by adhering to wall and countertops with adhesive. 

F. Install aprons to backing and countertops with adhesive. 

G. Complete cutouts not finished in shop. Mask areas of countertops adjacent to cutouts to prevent 
damage while cutting. Make cutouts to accurately fit items to be installed, and at right angles to 
finished surfaces unless beveling is required for clearance. Ease edges slightly to prevent 
snipping. 

H. Apply sealant to gaps at walls; comply with Section 07 92 00 "Joint Sealants." 

END OF SECTION 12 36 61.16 

 

 

 

 

 

http://www.arcomnet.com/sustainable_design.aspx?topic=143
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SECTION 12 36 61.19 - QUARTZ AGGLOMERATE COUNTERTOPS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Quartz agglomerate countertops. 
2. Quartz agglomerate backsplashes. 
3. Quartz agglomerate end splashes. 

1.2 ACTION SUBMITTALS 

A. Product Data: For countertop materials. 

B. Sustainable Design Submittals: 

1. Chain-of-Custody Certificates: For certified wood products. Include statement of costs. 
2. Product Data: For adhesives, indicating VOC content. 
3. Laboratory Test Reports: For adhesives, indicating compliance with requirements for low-

emitting materials. 
4. Product Data: For composite wood products, indicating that product contains no urea 

formaldehyde. 
5. Laboratory Test Reports: For composite wood products, indicating compliance with 

requirements for low-emitting materials. 

C. Shop Drawings: For countertops. Show materials, finishes, edge and backsplash profiles, 
methods of joining, and cutouts for plumbing fixtures. 

D. Samples: For each type of material exposed to view. 

1.3 QUALITY ASSURANCE 

A. Fabricator Qualifications: Shop that employs skilled workers who custom-fabricate countertops 
similar to that required for this Project, and whose products have a record of successful in-
service performance. 

B. Installer Qualifications: Fabricator of countertops. 

C. Mockups: Build mockups to demonstrate aesthetic effects and to set quality standards for 
fabrication and execution. 

1. Build mockup of typical countertop as shown on Drawings. 

http://www.arcomnet.com/sustainable_design.aspx?topic=146
http://www.arcomnet.com/sustainable_design.aspx?topic=11
http://www.arcomnet.com/sustainable_design.aspx?topic=17
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PART 2 - PRODUCTS 

2.1 QUARTZ AGGLOMERATE COUNTERTOP MATERIALS 

A. Quartz Agglomerate: Solid sheets consisting of quartz aggregates bound together with a matrix 
of filled plastic resin and complying with ICPA SS-1, except for composition. 

1. Basis-of-Design: Subject to compliance with requirements, provide products by Cambria 
or a comparable by one of the following: 

a. E. I. du Pont de Nemours and Company. 
b. LG Chemical, Ltd. 
c. Wilsonart. 
d. Leedo Cabinetry. 
e. HanStone Quartz by Hanwha Surfaces. 
f. Blake Surface Solutions. 
g. Colors and Patterns: As indicated on Drawings. 

B. Composite Wood Products: Products shall be made without urea formaldehyde. 

C. Particleboard: ANSI A208.1, Grade M-2-Exterior Glue. 

D. Plywood: Exterior softwood plywood complying with DOC PS 1, Grade C-C Plugged, touch 
sanded. 

2.2 COUNTERTOP FABRICATION 

A. Fabricate countertops according to quartz agglomerate manufacturer's written instructions and 
the AWI/AWMAC/WI's "Architectural Woodwork Standards." 

1. Grade:  Premium. 

B. Configuration: 

1. Front:  Straight, slightly eased at top. 
2. Backsplash:  Straight, slightly eased at outside corners and top edge. 
3. End Splash:  Matching backsplash. 

C. Countertops: Quartz agglomerate. 

1. Quartz agglomerate in Kitchens: 3 cm. 
2. Quartz agglomerate in Bathrooms: 2 cm. 

D. Backsplashes: [1/2-inch-] [3/4-inch-] thick, quartz agglomerate. 

E. Joints: Fabricate countertops in sections for joining in field, with joints at locations indicated. 

F. Cutouts and Holes: 

1. Undercounter Plumbing Fixtures: Make cutouts for fixtures in shop using template or 
pattern furnished by fixture manufacturer. Form cutouts to smooth, even curves. 

http://www.specagent.com/Lookup?ulid=12344
http://www.specagent.com/Lookup?uid=123457026059
http://www.specagent.com/Lookup?uid=123457026061
http://www.specagent.com/Lookup?uid=123457026062
http://www.specagent.com/Lookup?uid=123457058040
http://www.arcomnet.com/sustainable_design.aspx?topic=63
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2.3 INSTALLATION MATERIALS 

A. Adhesive: Product recommended by quartz agglomerate manufacturer. 

1. Adhesives shall have a VOC content of 70 g/L or less. 

B. Sealant for Countertops: Comply with applicable requirements in Section 07 92 00 "Joint 
Sealants." 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Fasten countertops by screwing through corner blocks of base units into underside of 
countertop. Predrill holes for screws as recommended by manufacturer. 

B. Fasten subtops to cabinets by screwing through subtops into cornerblocks of base cabinets. 
Shim as needed to align subtops in a level plane. 

C. Secure countertops to subtops with adhesive according to quartz agglomerate manufacturer's 
written instructions. 

D. Bond joints with adhesive and draw tight as countertops are set. Mask areas of countertops 
adjacent to joints to prevent adhesive smears. 

E. Install backsplashes and end splashes by adhering to wall and countertops with adhesive. 

F. Install aprons to backing and countertops with adhesive. 

G. Complete cutouts not finished in shop. Mask areas of countertops adjacent to cutouts to prevent 
damage while cutting. Make cutouts to accurately fit items to be installed, and at right angles to 
finished surfaces unless beveling is required for clearance. Ease edges slightly to prevent 
snipping. 

H. Apply sealant to gaps at walls; comply with Section 07 92 00 "Joint Sealants." 

END OF SECTION 12 36 61.19 

 

 

 

 

 

http://www.arcomnet.com/sustainable_design.aspx?topic=143
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