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Zoning District PD 193 O-2

Front Yard Setback
20’ minimum

Projections
Balconies and Roof Eaves 5’(feet)
Window Sills, belt courses, cornices, architectural features 12”(inches)

Additional Setback requirements: 
Front yard provisions for nonresidential subdistricts.
 (1) In the O-2 subdistrict, if a building is erected or altered to exceed 36 feet in height and 
the building site has a front yard that is either perpendicularly contiguous to or 
perpendicularly across an adjoining street from the MF-2 subdistrict, an additional front 
yard setback must be provided that is equal to one-half the height of the portion of the 
building that exceeds 36 feet in height, up to a maximum total setback of 50 feet. The 
additional setback is only required for the portion of the building that:
 (A) is perpendicularly across from the MF-2 subdistrict; and
 (B) exceeds 36 feet in height.

Side Yard Setback
10’ minimum

Projections
Roof Eaves 3’(feet)( Balconies are not permitted to project into the side yard)
Window Sills, belt courses, cornices, architectural features 12”(inches)

Additional Setback requirements:
In the O-2 subdistrict, if a building is erected or altered to exceed 36 feet in height and the 
building site has a side yard that is either perpendicularly contiguous to or perpendicularly 
across an adjoining alley from the TH, MF-1, or MF-2 subdistrict, an additional setback must 
be provided for that side yard that is equal to the height of the portion of the building that 
exceeds 36 feet in height, up to a maximum total setback of 85 feet; The additional and 
maximum total setbacks are measured from the nearest lot line of the nearest building site 
in the TH, MF-1, or MF-2 subdistrict and are only required for the portion of the building that:  
(A) is perpendicularly across from the MF-2 subdistrict; and (B) exceeds 36 feet in height.

Rear Setback 
N/A

Height (max) 240’

Special height provisions.
 (1) Structures for utility and service uses and institutional uses may be erected to any
height consistent with the Federal Aviation Administration air space limitations, airport flight 
overlay
district regulations, and the building code, if setbacks are provided as required by Sections 
51P-193.118,
51P-193.119, and 51P-193.120.

Parking & Loading
Residential: 1.5 parking spaces per dwelling unit minimum
Guest Parking: 0.25 unassigned parking spaces per unit (included within the 1.5 space 
requirement)
Tandem Parking: Private parking reserved for (specific dwelling units) may be tandem

Loading: 2 Spaces for 100,000 to 300,000 sq ft of Floor Area 
One Medium Space 11’W x35’L x 13’H
One Small Space 8’W x 25’L x 7.5’ H or 10’ W x 20’ L x 7.5’ H

Lot Coverage (Maximum)
75% 

Minimum Lot Area (per dwelling unit)
1 Bedroom: 125 sq ft
2 Bedroom: 150 sq ft
3 Bedroom: 175 sq ft

Floor Area Ratio
4.0:1 + 0.5:1 where there is a minimum 1:1 component of residential use

Structured Façade Standards. 
(a) Off-street parking structures. All permanent parking structures must be either 
underground or concealed in a building with a facade that is similar in appearance to the 
facade of the main non-parking building for which the parking is accessory. At least 12 
percent of the parking structure facade (including openings, if any) must be covered with 
the same material used predominantly on the first 24 feet of height of the main non-
parking building. Openings in the parking structure facade may not exceed 52 
percent of the total facade area.

Loading and Garbage Screening

Off-street loading spaces and garbage storage areas in all
subdistricts except single-family, duplex, and townhouse subdistricts must be screened 
from:
 (aa) a public street that is adjacent to the lot

Landscaping
The following specific requirements only apply to property in O-2 subdistricts:
 (1) Landscape site area designation. At least 20 percent of a lot, including at least 60
percent of the required front yard, must be designated by the property owner as 
landscape site area.
 (2) General planting area designation. At least one-half of the designated landscape
site area, including at least 30 percent of the required front yard, must be designated by 
the property
owner as general planting area.
 (3) Special planting area designation. At least 20 percent of the general planting
area, including at least six percent of the required front yard, must be designated by the 
property owner as special planting area.

Garage screening and landscaping. 
Aboveground parking structures must have a 10-foot landscaping buffer on any side 
facing a public right-of-way, residential district, residential subdistrict, or residential use. This 
landscape buffer must contain one tree for every 25 feet of frontage and evergreen shrubs 
planted three feet on center. Initial plantings must be capable of obtaining a solid 
appearance within three years.


